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Wooden Landing

Wooden
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Wooden Steps
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0.02 South, 0.03 East

No. 275
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82.22m - 525mmØ @ 0.39%  COMBINED SEWER
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82.22m - 525mmØ @ 0.39%  COMBINED SEWER
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PLAN #18721 

1. FINAL METER AND REMOTE METER LOCATIONS TO BE CONFIRMED BY MECHANICAL

CONSULTANT.

2. FINAL SERVICE SIZES TO BE DETERMINED BY THE MECHANICAL CONSULTANT.

3. INTERNAL PLUMBING TO BE DESIGNED BY THE MECHANICAL CONSULTANT.

4. CONTRACTOR TO LOCATE EXISTING SERVICE LATERALS PRIOR TO

CONSTRUCTION. EXISTING STORM AND SANITARY SERVICE LATERALS TO BE

ABANDONED PER S11.4. EXISTING WATER SERVICE TO BE BLANKED AT THE MAIN.

5. THE LOCATION OF UTILITIES IS APPROXIMATE ONLY AND THE EXACT LOCATION

SHOULD BE DETERMINED BY CONSULTING THE MUNICIPAL AUTHORITIES AND

UTILITY COMPANIES CONCERNED.  THE CONTRACTOR SHALL PROVE THE

LOCATION OF UTILITIES AND SHALL BE RESPONSIBLE FOR THEIR PROTECTION

AND THE IMPLEMENTATION OF ANY NECESSARY PROCEDURES CALLED FOR IN

THE APPROPRIATE STANDARD AND REGULATIONS.

6. BOOSTER PUMPS TO BE PROVIDED TO MAINTAIN MINIMUM PRESSURES FOR

UPPER LEVELS. SIZES  AND FLOW RATES TO BE DETERMINED BY THE MECHANICAL

CONSULTANT.

7. CATCH BASIN DRAINS ARE TO BE KEPT CLEAN AND FREE OF DEBRIS AT ALL TIMES

REZY PROPERTIES INC.

CENTRETOWN
283-285 McLEOD STREET
OTTAWA, ON, CANADA
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