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EXISTING OVERHEAD HYDRO SERVICE
TO BE RELOCATED BY OTHERS.

APPROXIMATE LOCATION OF EX. SERVICE LATERALS. TO BE
CONFIRMED PRIOR TO CONSTRUCTION. STORM AND SANITARY
SERVICE LATERALS TO BE ABANDONED PER S11.4. EXISTING WATER
SERVICE TO BE BLANKED AT THE MAIN (TYP.). ALL AREAS TO BE
REINSTATED TO EQUAL OR BETTER THAN ORIGINAL CONDITION.
SUBJECT TO CITY APPROVAL.

EXISTING OVERHEAD HYDRO SERVICE
TO BE REMOVED.  FOR NEW HYDRO

SERVICE, SEE ELECTRICAL PLAN
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EXISTING WATERMAIN
EXISTING VALVE AND VALVE BOX

EXISTING VALVE CHAMBER

EXISTING FIRE HYDRANT

EXISTING SANITARY MH AND SEWER

EXISTING STORM MH AND SEWER

EXISTING CATCHBASIN MANHOLE

EXISTING CATCHBASIN

EXISTING REDUCER

REMOVAL ITEMS

ASPHALT REMOVAL

EXISTING GASMAIN
EXISTING BELL LINE

GAS GAS

B B

EXISTING ROGERSC C

EXISTING OVERHEAD WIRESOHW OHW

EXISTING UNDERGROUND HYDROU/H U/H

CONCRETE REMOVAL

N
N

SITE LOCATION

DEMOLITION OF EX. BUILDINGS INCLUDING ALL
CONTENTS AND EXTERNAL ASPHALT AND
CONCRETE ACCESS AND PATHWAYS BY

APPROVED DEMOLITION CONTRACTOR AND
SHALL CONFORM TO ALL MUNICIPAL,

PROVINCIAL, AND FEDERAL REGULATIONS.  ALL
DEMOLITION PERMITS AND DOCUMENTATION TO
BE AT THE COST OF THE CONTRACTOR.  BUILDING
DEBRIS TO BE REMOVED AND DISPOSED OF AT AN

APPROVED LANDFILL LOCATION.

EX. STONE RETAINING WALLS TO
BE REMOVED AND DISPOSED OF

AT AN APPROVED LANDFILL.
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