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PROPOSED CONIFEROUS TREE

MATERIAL

UNIT PAVING TYPE 1

LAWN

TYPE GAZON BASTIEN'S KENTUCKY

BLUEGRASS

CONCRETE SURFACE (REFER TO CIVIL

DRAWINGS)

OUTDOOR FURNITURE

BENCH WITHOUT BACKREST - LEVEL 2

CLIENT CHOICE

TOTAL: 3

BENCH WITH BACKREST - LEVEL 2

CLIENT CHOICE

TOTAL: 8

ASPHALT PAVING

(REFER TO ENGINEERING DRAWINGS)

GENERAL

LOT LIMIT

MINERALIZED WOOD CHIPS MULCH

COLOR: NATURAL

UNIT PAVING TYPE 3

ENTRANCE

CONSTRUCTION SITE LINE

BUILDING

STANDARD SIMPLE LIGHT

H=15 FT CONCRETE BASE

TOTAL: 6 (REFER TO ENGINEERING DRAWING)

STANDARD DOUBLE LIGHT

H=15 FT CONCRETE BASE

TOTAL: 5 (REFER TO ENGINEERING DRAWING)

LEGEND/SYMBOL

STABILIZED SCREENING SURFACE

LIMIT OF UNDERGROUND PARKING (P2)

PROPOSED CONIFEROUS SHRUB

1
5

'

LIGHTING

SWING - LEVEL 2

CLIENT CHOICE

TOTAL: 2

TABLE AND CHAIRS - LEVEL 1 & 2

CLIENT CHOICE

TOTAL: 12

SHUFFLEBOARD

STANDARD DIMENSION

10`X 52`  /   3050mm X 15850mm

1
0

1
0

8

8

7
7

O
F

F

1
0

1
0

8
8

7
7

O
F

F

SHUFFLEBOARD - LEVEL 2

(REFER TO DETAILS)

CLIENT CHOICE

QUANTITY: 1

PETANQUE - LEVEL 2

(REFER TO DETAILS)

CLIENT CHOICE

QUANTITY: 2

STANDARD BOLLARD

CONCRETE BASE

TOTAL: 21 (REFER TO ENGINEERING DRAWING)

BENCH - WOOD SEAT & CONCRETE BASE

CLIENT CHOICE - LEVEL 1

TOTAL: 8

UNIT PAVING TYPE 2

GROUNDCOVER

TYPE 1 (ARENARIA VERNA 'AUREA')

GROUNDCOVER

TYPE 2 (CONVALLARIA MAJALIS)

GROUNDCOVER

TYPE 3 (PHLOX SUBULATA 'RED WINGS')

WW

00

PROPOSED CATCH BASIN

PROPOSED TERRACE DRAIN GRILLE

TC 15.05

BC 15.05

FS 15.05

TM 15.05

ORIGINAL GROUND ELEVATION

(REFER TO CIVIL DRAWINGS)

PROPOSED ELEVATION - TOP CURB

(REFER TO CIVIL DRAWINGS)

PROPOSED ELEVATION - BOTTOM CURB

(REFER TO CIVIL DRAWINGS)

PROPOSED ELEVATION - FINISHED SURFACE

LEVEL (REFER TO CIVIL DRAWINGS)

PROPOSED ELEVATION - TOP MANHOLE

(REFER TO CIVIL DRAWINGS)

PLANT ID

EXISTING TREE TO BE REMOVED

EXISTING HANDHOLE

(REFER TO CIVIL DRAWINGS)

EXISTING MANHOLE

(REFER TO CIVIL DRAWINGS)

EXISTING SIDE INLET CATCH BASIN

(SICB)

EXISTING TEE CATCH BASIN (TCB)

(REFER TO CIVIL DRAWINGS)

EXISTING FIRE HYDRANT (HYD)

(REFER TO CIVIL DRAWINGS)

EXISTING POWER LINE AND UTILITY POLE

(REFER TO CIVIL DRAWINGS)

O

/

H

EXISTING LIGHT STANDARD (LS)

(REFER TO CIVIL DRAWINGS)

S

EXISTING SIGN POLE

(REFER TO CIVIL DRAWINGS)

GRAVEL

PICKLEBALL  - LEVEL 2

(REFER TO DETAILS)

CLIENT CHOICE

QUANTITY: 1

CURB

RETAINING WALL

CONCRETE SURFACE & STRUCTURE

(REFER TO DETAILS & CIVIL DRAWINGS)

FFE

PROPOSED FINISHED FLOOR ELEVATION

(REFER TO CIVIL DRAWINGS)

1
5

'

1
5

'

PICKLEBALL

STANDARD DIMENSION

20'X 44' / 6100mm X 13410mm

STANDARD GARBAGE CAN

CONCRETE BASE

TOTAL: 9 (REFER TO ENGINEERING DRAWING)

STANDARD RAISED PLANTER BOX - LEVEL 2

REFER TO DETAILS

TOTAL: 5

PLANTER BOX 2x2x1M - LEVEL 1

REFER TO DETAILS

TOTAL: 4

OUTDOOR PLAYGROUND

PROPOSED CATCH BASIN

(REFER TO CIVIL DRAWINGS)
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AND DIMENSIONS. ANY ERRORS OR OMISSIONS MUST BE
REPORTED TO THE LANDSCAPE ARCHITECT AND CONCERNED
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SHOULD BE MEASURED DIRECTLY ON THIS DRAWING. THIS
DRAWING MAY NOT BE USED FOR CONSTRUCTION BEFORE
BEING DULY APPROVED BY THE LANDSCAPE ARCHITECT AND
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FIREPROOF MULCH THK. 75MM

TREE (MOUND):

MULCH 75 MM

PLANTATION PIT- 1500 MM X 1500MM X 1000 MM

PLANTATION SOIL  THK. +/- 1000 MM (SPECIFIED IN QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

GALVANIZED METALLIC ATTACHMENT, INSERTED IN

12 MM DIAMETER BLACK RUBBER HOSE

TUTORS : STEEL STAKES OF 38 x 38 x 2400 MM

GALVANIZED STEEL WIRES OF 3MM DIAMETER

DO NOT DAMAGE OR CUT LEADER

(DAMAGED OR BROKEN LEADERS WILL NOT BE ACCEPTED)

REMOVE DEAD OR SICK BRANCHES

KEEP THE NATURAL PORT OF THE TREE

COVER THE CUTS OF 20 MM DIAMETER AND MORE

WITH A VEGETAL COAT SCALING.

PLANT THE TREE 50 MM HIGHER THAN THE ORIGINAL

LEVEL FOR PREVENTING PLOWING

FORESEE  ANTI-RODENT TRUNK PROTECTION

CUT & REMOVE TOP 

1

3

 OF BURLAP AND BASKET

CUT & REMOVE TOP 

1

3

 OF BURLAP AND BASKET

FOSSE

1500x1500mm

PROFONDEUR

1000mm

FIREPROOF MULCH THK. 75MM

TREE (MOUND):

MULCH 75 MM

PLANTATION PIT- 1500 MM X 1500MM X 1000 MM

PLANTATION SOIL  THK. +/- 1000 MM (SPECIFIED IN QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

GALVANIZED METALLIC ATTACHMENT, INSERTED IN

12 MM DIAMETER BLACK RUBBER HOSE

TUTORS : STEEL STAKES OF 38 x 38 x 2400 MM

GALVANIZED STEEL WIRES OF 3MM DIAMETER

DO NOT DAMAGE OR CUT LEADER

(DAMAGED OR BROKEN LEADERS WILL NOT BE ACCEPTED)

REMOVE DEAD OR SICK BRANCHES

KEEP THE NATURAL PORT OF THE TREE

COVER THE CUTS OF 20 MM DIAMETER AND MORE

WITH A VEGETAL COAT SCALING.

PLANT THE TREE 50 MM HIGHER THAN THE ORIGINAL

LEVEL FOR PREVENTING PLOWING

FORESEE  ANTI-RODENT TRUNK PROTECTION

FOSSE

1500x1500mm

PROFONDEUR

1000mm

THREE 120° HAUBANS WITH GALVANIZED METAL ATTACHES

THESE FASTS MUST BE IN Ø12MM BLACK RUBBER HOSE

GALVANIZED STEEL WIRES Ø3 MM

WATER SAUCER WITH 100 MM REBORDS

TREE (MOUND):

MULCH 75 MM

PLANTATION PIT- 1500 MM X 1500MM X 1000 MM

PLANTATION SOIL  THK. +/- 1000 MM (SPECIFIED IN QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

REMOVE DEAD OR SICK BRANCHES

KEEP THE NATURAL PORT OF THE TREE

COVER THE CUTS OF 20 MM DIAMETER AND MORE

WITH A VEGETAL COAT SCALING.

GALVANIZED METALLIC ATTACHMENT, INSERTED IN

12 MM DIAMETER BLACK RUBBER HOSE

TUTORS : STEEL STAKES OF 38 x 38 x 2400 MM

GALVANIZED STEEL WIRES OF 3MM DIAMETER

PLANT THE TREE 50 MM HIGHER THAN THE ORIGINAL

LEVEL FOR PREVENTING PLOWING

FORESEE  ANTI-RODENT TRUNK PROTECTION

FIREPROOF MULCH THK. 75MM

CUT & REMOVE TOP 

1

3

 OF BURLAP AND BASKET

SEE

SCHEDULE

SEE

SCHEDULE

SHRUBS

PLANT THE SHRUB AT THE ORIGINAL LEVEL

PLANTATION SOIL +/- 450 MM

(SPECIFIED IN QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

FIREPROOF MULCH THK. 75MM

SEE

SCHEDULE

SEE

SCHEDULE

WATER SAUCER WITH 100 MM

REBORDS

FIREPROOF MULCH THK. 75MM

SHRUBS

PLANT THE SHRUB AT THE ORIGINAL LEVEL

PLANTATION SOIL +/- 450 MM

(SPECIFIED IN QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

SEE

SCHEDULE

75

3
0

0

SEE

SCHEDULE

PERENNIAL

PLANT THE PERENNIAL AT THE ORIGINAL LEVEL

PLANTATION SOIL +/- 300 MM

(SPECIFIED IN QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

FIREPROOF MULCH THK. 75MM

SEE

SCHEDULE

75

3
0

0

GRASSES

PLANT THE GRASSES AT THE ORIGINAL LEVEL

PLANTATION SOIL +/- 300 MM

(SPECIFIED IN QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

FIREPROOF MULCH THK. 75MM

SOD IN ROLL

PLANTATION SOIL +/- 150 MM

(SPECIFIED IN QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

150

GROUNDCOVER

PLANTATION SOIL +/- 150 MM

(SPECIFIED IN QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

150

>

3

0

%

PLAN

NOTE:

PUNCT THE SOD IN ANY UPPER OR
EQUAL  1:3 SLOPE

>
3
0
%

>
3
0
%

ROLL INSTALLATION
ALTERNATE JOINTS

SOD IN ROLL

PLANTATION SOIL +/- 150 MM

(SPECIFIED IN QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

FIREPROOF MULCH THK. 75 MM

DECIDUOUS SHRUB PLANTING

ULTRA LIGHT SOIL PLANTING +/-   450MM (SPECIFIED IN QUOTATION)

GEOTEXTILE MEMBRANE

DRAINAGE STONE 

3

4

 NET THK. VARIABLE BUT MINIMUM OF 50MM

GEOTEXTILE MEMBRANE (ARCHITECTURE OR LANDSCAPE)

MIRADRAIN (ARCHITECTURE OR LANDSCAPE)

INSULATING BY ARCHITECTURE

SEALING MEMBRANE  (SEE ARCHITECTURE)

CONCRETE UNITS PAVING (SEE STRUCTURE )

1
0

0

3
5

0

1
5

0

4
0

0

FIREPROOF MULCH THK. 75 MM

1
0
0

3
5
0

1
5
0

3
0
0

GRASSES

ULTRA LIGHT SOIL PLANTING +/-  300MM (SPECIFIED IN QUOTATION)

GEOTEXTILE FILTER MEMBRANE

DRAINAGE GRAVEL Ø20MM NET THK. VARIABLE BUT MINIMUM OF 50MM

GEOTEXTILE FILTER MEMBRANE

MIRADRAIN

ROOT BARRIER

WATERPROOF MEMBRANE  (SEE ARCHITECTURE)

THERMAL INSULATION (SEE ARCHITECTURE)

VAPOUR CONTROL LAYER (SEE ARCHITECTURE)

STRUCTURAL SUPPORT (SEE STRUCTURE )

1
0
0

2
0
0

1
5
0

3
5
0

SOD IN ROLL

ULTRA LIGHT SOIL PLANTING +/-  300MM (SPECIFIED IN QUOTATION)

GEOTEXTILE FILTER MEMBRANE

DRAINAGE GRAVEL Ø20MM NET THK. VARIABLE BUT MINIMUM OF 50MM

GEOTEXTILE FILTER MEMBRANE

MIRADRAIN

ROOT BARRIER

WATERPROOF MEMBRANE  (SEE ARCHITECTURE)

THERMAL INSULATION (SEE ARCHITECTURE)

VAPOUR CONTROL LAYER (SEE ARCHITECTURE)

STRUCTURAL SUPPORT (SEE STRUCTURE )

FIREPROOF MULCH THK.. 75 MM

1
0

0

3
5

0

1
5

0

3
0

0

PERENNIAL

ULTRA LIGHT SOIL PLANTING +/-  300MM (SPECIFIED IN QUOTATION)

GEOTEXTILE FILTER MEMBRANE

DRAINAGE GRAVEL Ø20MM NET THK. VARIABLE BUT MINIMUM OF 50MM

GEOTEXTILE FILTER MEMBRANE

MIRADRAIN

ROOT BARRIER

WATERPROOF MEMBRANE  (SEE ARCHITECTURE)

THERMAL INSULATION (SEE ARCHITECTURE)

VAPOUR CONTROL LAYER (SEE ARCHITECTURE)

STRUCTURAL SUPPORT (SEE STRUCTURE )

BUILDING (SEE ARCHI.)

6
0

0

1
0

0
5

0

1
5

0

3
0

0

LANDSCAPE COMPOSITION

COMPOSITION TYPE  OF LANDSCAPE FROM THE TOP LEVEL OF

STRUCTURAL SUPPORT (300MM VARIABLE COMPOSITION)

GEOTEXTILE FILTER MEMBRANE

DRAINAGE GRAVEL Ø20MM NET THK. VARIABLE BUT MINIMUM OF 50MM

GEOTEXTILE FILTER MEMBRANE

MIRADRAIN

ROOT BARRIER

WATERPROOF MEMBRANE  (SEE ARCHITECTURE)

THERMAL INSULATION (SEE ARCHITECTURE)

VAPOUR CONTROL LAYER (SEE ARCHITECTURE)

STRUCTURAL SUPPORT (SEE STRUCTURE )

FINISHED FLOOR

LEVEL

FINISHED FLOOR LEVEL 600MM HIGHER THAN TOP LEVEL

OF STRUCTURAL SUPPORT

FOSSE

1500x1500mm

PROFONDEUR

1000mm

TREE (MOUND):

MULCH 75 MM

PLANTATION PIT- 1500 MM X 1500MM X 1000 MM

PLANTATION SOIL  THK. +/- 1000 MM (SPECIFIED IN

QUOTATION)

GEOTEXTILE MEMBRANE

RIGID INSULATING BLOCKS FOR FILLING (SEE ARCHI)

SEALING MEMBRANE  (SEE ARCHITECTURE)

CONCRETE UNITS PAVING (SEE STRUCTURE )

FOSSE

1500x1500mm

PROFONDEUR

1000mm

BLOCK A

2 Pi X 4Pi X 8Pi

FOSSE

1500x1500mm

PROFONDEUR

1000mm

FOSSE

1500x1500mm

PROFONDEUR

1000mm

RIGID INSULATING BLOCKS FOR FILLING

TYPE POLYMOS OR APPROVED EQUIVALENT

BLOCK A = 2 Pi X 4Pi X 8Pi

BLOCK B =  1 Pi X 4Pi X 6Pi

DENSITY = 16 Kg / 93 KPa

FACTEUR R nominal = 3,7

GALVANIZED METALLIC ATTACHMENT, INSERTED IN

12 MM DIAMETER BLACK RUBBER HOSE

TUTORS : STEEL STAKES OF 38 x 38 x 2400 MM

GALVANIZED STEEL WIRES OF 3MM DIAMETER

DO NOT DAMAGE OR CUT LEADER

(DAMAGED OR BROKEN LEADERS WILL NOT BE ACCEPTED)

REMOVE DEAD OR SICK BRANCHES

KEEP THE NATURAL PORT OF THE TREE

COVER THE CUTS OF 20 MM DIAMETER AND MORE

WITH A VEGETAL COAT SCALING.

PLANT THE TREE 50 MM HIGHER THAN THE ORIGINAL LEVEL

FOR PREVENTING PLOWING

FORESEE  ANTI-RODENT TRUNK PROTECTION

BLOCK A

2 Pi X 4Pi X 8Pi
BLOC A

2 Pi X 4Pi X 8Pi

BLOC A

2 Pi X 4Pi X 8Pi

BLOC B

1 Pi X 4Pi X 6Pi

BLOC B

1 Pi X 4Pi X 6Pi

1
1
0
0

5
3
0

5
3
0

2
4

0
0

1000

360360

  140X140MM TREATED WOOD POST

FIXED TOGETHER WITH GALVANIZED STEEL SCREWS

 COVERING PLATES IN GALVALUME STEEL 22GA,

BENT,SCREWED TO THE POSTS WITH

GALVANIZED COUNTERSUNK SCREW

FORESEE CORNERS AT 45°

HORIZONTAL CROSSING SUPPORT OF 38X140MM

TREATED WOOD FIXED PERPENDICULARLY

AT THE HORIZONTAL CROSSING CENTERS WITH

GALVANIZED STEEL BRACKETS

GALVANIZED STEEL FIXING BRACKET

PLYWOOD BOARD IN TREATED WOOD

20MM THK. FOR THE BOTTOM OF THE BED

WITH HORIZONTAL SCREWED HOLE OF Ø30MM TO

FACILITATE DRAINAGE

HORIZONTAL CROSSINGS OF 38X140MM IN TREATED WOOD

FIXED TO THE POSTS WITH

STEEL GALVANIZED BRACKETS AT 430MM C/C

1
7

0
3

140

180

8
6
0

2400

18

03

GALVANIZED STEEL FIXING BRACKET

HORIZONTAL CROSSINGS OF 38X140MM IN TREATED WOOD

FIXED TO THE POSTS WITH CALIPERS

GALVANIZED STEEL

HORIZONTAL SUPPORT CROSS OF 38X140MM

 IN TREATED WOOD FIXED PERPENDICULARLY

AT THE HORIZONTAL CROSSING CENTERS  WITH

GALVANIZED STEEL BRACKETS

POST OF 140X140MM IN TREATED WOOD

FIXED TOGETHER WITH GALVANIZED STEEL SCREWS

COVERING PLATES IN GALVALUME STEEL 22GA,

BENT,SCREWED TO THE POSTS WITH

GALVANIZED COUNTERSUNK SCREW,

FORESEE CORNERS AT 45°

COMPOSITION FOR GARDEN PLANTATIONS

+/-450MM VEGETABLE SOIL

MIRADRAIN

 GEOTEXTILE MEMBRANE

STONE NET 20MM

THICKNESS 50MM

RIGID INSULATION THICKNESS 25MM

PLYWOOD BOARD IN TREATED WOOD

20MM THK. FOR THE BOTTOM OF THE BED

WITH HORIZONTAL SCREWED HOLE OF Ø30MM TO

FACILITATE DRAINAGE

1
0
0
0

2400

POSTS OF 140X140MM IN TREATED WOOD

FIXED TOGETHER WITH GALVANIZED STEEL SCREWS

COVERING PLATES IN GALVALUME STEEL 22GA,

 BENT,SCREWED TO THE POSTS WITH

GALVANIZED COUNTERSUNK SCREW

FORESEE CORNERS AT 45°

°

20 20

1
4

0
1

4
0

50

20

2
8

0

H=150MM

500

MINIMUM

REFER TO ARCHITECTURAL DETAILS

 GROUNDCOVERS

ULTRA LIGHT SOIL +/- 150MM

DRAINAGE GRAVEL

ROOF INSULATION (REFER TO

ARCHITECTURAL DETAIL)

CONCRETE SLAB

COMPOSITION FOR TREE:

+/-800MM VEGETABLE SOIL

MIRADRAIN

 GEOTEXTILE MEMBRANE

STONE 20MM NET

THICKNESS 50MM

 RIGID INSULATION THICKNESS 25MM

GRAY ALUMINUM BIN

6MM THICKNESS WITH REPLIES ON THE TOP , POLYESTER POWDER PAINT -

INTEGRATED DRIP SYSTEM: PRODUCT PJ-5001-A-BF

FROM THE COMPAGNY AGENCE DE L'EST  OR THE APPROVED EQUIVALENT

1
5

0

V
A

R
I
A

B
L

E

1
0

0

SOD IN ROLL

ULTRA LIGHT SOIL PLANTING +/-  300MM (SPECIFIED IN QUOTATION)

GEOTEXTILE FILTER MEMBRANE

DRAINAGE GRAVEL Ø20MM NET THK. VARIABLE BUT MINIMUM OF 50MM

GEOTEXTILE FILTER MEMBRANE

MIRADRAIN

ROOT BARRIER

WATERPROOF MEMBRANE  (SEE ARCHITECTURE)

THERMAL INSULATION (SEE ARCHITECTURE)

VAPOUR CONTROL LAYER (SEE ARCHITECTURE)

STRUCTURAL SUPPORT (SEE STRUCTURE )

SCALE 1:25

SECTION TYPE/ DECIDUOUS TREE PLANTING ON SLOPE

03

01

SCALE 1:25

SECTION TYPE/ CONIFEROUS TREE PLANTING

03

03

SCALE 1:25

SECTION TYPE/ DECIDUOUS SHRUB PLANTING

03

05

SCALE 1:25

SECTION TYPE/ ORNAMENTAL GRASSES PLANTING

03

07

SCALE 1:25

SECTION TYPE/ PERENNIAL PLANTING

03

06

SCALE 1:25

SECTION TYPE/ DECIDUOUS TREE PLANTING

03

02

SCALE 1:25

SECTION TYPE/ CONIFEROUS SHRUB PLANTING

03

04

SCALE 1:25

SECTION TYPE/LAWN PLANTING

03

08

SCALE 1:25

SECTION TYPE/LAWN PLANTING ON SLOPE

03

09

SCALE 1:25

SECTION TYPE/GROUNDCOVER PLANTING

03

10
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DIMENSIONS ...) ARE INDICATIVE, SEE ARCHITECTURE.
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SCALE 1:25

SECTION TYPE/ ROOFTOP LANDSCAPE/ DECIDUOUS SHRUB PLANTING
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SCALE 1:25

SECTION TYPE/ ROOFTOP LANDSCAPE/ ORNAMENTAL GRASSES PLANTING
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SCALE 1:25

SECTION TYPE/PLANTING DETAILS  SOD IN ROLL
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SCALE 1:25

SECTION TYPE/ ROOFTOP LANDSCAPE/ PERENNIAL PLANTING
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SCALE 1:25

SECTION TYPE/ ROOFTOP LANDSCAPE / LANDSCAPE COMPOSITION TYPE

03

12

SCALE 1:25

SECTION TYPE /ROOFTOP LANDSCAPE / PLANTING ON SLOPE
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SCALE 1:25

COUPE TYPE/ROOFTOP LANDSCAPE / RAISED PLANTER BOX -STABILIZED SCREENING SURFACE

03
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ÉCHELLE 1:10

JUNCTION DETAIL/RAISED PLANTER BOX

03

20

SCALE 1:25

ELEVATION / RAISED PLANTER BOX

03

22

SCALE 1:25

PLAN / RAISED PLANTER BOX

03

21

SCALE 1:25

SECTION TYPE/ ROOFTOP LANDSCAPE/ PERENNIAL PLANTING

03

18

SCALE 1:25

SECTION TYPE /ROOFTOP LANDSCAPE / TREE PLANTER BOX

03

14



℄

STONE SCREENING (SEE QUOTATION)

GEOTEXTILE MEMBRANE

GRANULAR FOUNDATION 150MM (SEE CIVIL)

FRENCH DRAIN 100MM WITH NET STONE (SEE CIVIL)

GEOTEXTILE MEMBRANE

UNDISTURBED SOIL OR COMPACTED FILLER

SE RÉFÉRER AUX PLANS

CONCRETE BORDER EDGE

(SEE CIVIL FOR SPEC.)

CEDAR BOARD

19MM X 140MM X 1800MM

NATURAL TREATMENT

150

02

04

3
0
0

150

1
5
0

4
5
0

150

3
0
0

25

3
0
0

150

1
5
0

3
0
0

25

4
5
0

PREFABRICATED CONCRETE PAVERS

VARIABLE DIMENSIONS (SEE QUOTATION)

INSTALLATION BED 25MM

GRANULAR FOUNDATION 300MM (SEE CIVIL)

GEOTEXTILE FILTER MEMBRANE

FILLED INSULATION

MIRADRAIN

ROOT BARRIER

WATERPROOF MEMBRANE  (SEE ARCHITECTURE)

THERMAL INSULATION (SEE ARCHITECTURE)

VAPOUR CONTROL LAYER (SEE ARCHITECTURE)

STRUCTURAL SUPPORT (SEE STRUCTURE )

CEDAR BOARD

19MM X 140MM X 1800MM

NATURAL TREATMENT

 CONCRETE COUNTERSUNK

SCREW

WOODEN CAP

10

1
4
0

15

150

1
5
0

4
0

0
0

150

150

4
3

0
0

15300

150 15000 150

0
1

0
4

SOD SEE PLAN

25

VARIABLE

CONTOURS, LINES AND FIGURES IN WHITE PAINTING

MINIMUM THICKNESS OF LINES OF 20MM

GROUND IN BLUE PAINT

CONCRETE SLAB, SMOOTH FINISHING (SEE CIVIL)

GRANULAR FOUNDATION 300MM (SEE CIVIL)

GEOTEXTILE FILTER MEMBRANE

MIRADRAIN

ROOT BARRIER

WATERPROOF MEMBRANE  (SEE ARCHITECTURE)

THERMAL INSULATION (SEE ARCHITECTURE)

VAPOUR CONTROL LAYER (SEE ARCHITECTURE)

STRUCTURAL SUPPORT (SEE STRUCTURE )

PREFABRICATED CONCRETE PAVERS

VARIABLE DIMENSIONS (SEE QUOTATION)

INSTALLATION BED 25MM

GRANULAR FOUNDATION 300MM (SEE CIVIL)

GEOTEXTILE FILTER MEMBRANE

MIRADRAIN

ROOT BARRIER

WATERPROOF MEMBRANE  (SEE ARCHITECTURE)

THERMAL INSULATION (SEE ARCHITECTURE)

VAPOUR CONTROL LAYER (SEE ARCHITECTURE)

STRUCTURAL SUPPORT (SEE STRUCTURE )

SOD IN ROLL

ULTRA LIGHT SOIL PLANTING +/-  300MM (SPECIFIED IN QUOTATION)

GEOTEXTILE FILTER MEMBRANE

DRAINAGE GRAVEL Ø20MM NET THK. VARIABLE BUT MINIMUM OF 50MM

GEOTEXTILE FILTER MEMBRANE

MIRADRAIN

ROOT BARRIER

WATERPROOF MEMBRANE  (SEE ARCHITECTURE)

THERMAL INSULATION (SEE ARCHITECTURE)

VAPOUR CONTROL LAYER (SEE ARCHITECTURE)

STRUCTURAL SUPPORT (SEE STRUCTURE )

PAVERS

 SHUFFLEBOARD  GAME

STANDARD DIMENSIONS

10`X 52`  /   3050mm X 15850mm

1
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8
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F
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0

6
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0

3
0
5
0

150

455

6
9
0

150

6
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0

150

3660 3660 3660 455 19801980

15850

0
4

0
4

13410

6
1
0
0

2135 2135 45704570

3
0
5
0

3
0
5
0

 PICKLEBALL GAME

 STANDARDS DIMENSIONS

20`X 44`  /   6100mm X 13410mm

18280

9
1
4
0

 PREFABABRICATED CONCRETE PAVERS TYPE

(SEE PLANS INDICATIONS)

INSTALLATION BED THK. 25MM

GRANULAR FOUNDATION (SEE CIVIL)

GEOTEXTILE MEMBRANE

UNDISTURBED SOIL OR COMPACTED FILLER

PICKLEBALL GAME IN ASPHALT (SEE CIVIL)

SURFACE OF 18.2 X 9.1M, ACRYLIC WATER PAINTING

MARKING, WHITE COLOR

ANTI-SLIP FINISH (SEE ESTIMATE)

GRANULAR FOUNDATION (SEE CIVIL)

GEOTEXTILE MEMBRANE

UNDISTURBED SOIL OR COMPACTED FILLER

3
0

0

2%

STEEL CORNER

110X110MM

SEE

BOARD

SEE

BOARD

PAVED SURFACE

SEE PLAN

PICKLEBALL GAME

SEE PLAN

PLANTATION

SEE PLAN

25

2%

STEEL CORNER

110X110MM

PLANTATION

SEE PLAN

GROUNDCOVER

TURF SOIL GROUND THK. 150 MM (SEE ESTIMATION)

UNDISTURBED SOIL OR COMPACTED FILLER

PICKLEBALL GAME IN ASPHALT (SEE CIVIL)

SURFACE DE 18.2 X 9.1M, ACRYLIC WATER PAINTING

MARKING, WHITE COLOR

ANTI-SLIP FINISH (SEE ESTIMATE)

GRANULAR FOUNDATION (SEE CIVIL)

GEOTEXTILE MEMBRANE

UNDISTURBED SOIL OR COMPACTED FILLER

PICKLEBALL GAME

SEE PLAN

300

BUILDING (SEE ARCHI.)

PAVING BORDER

RIVER STONES THK. 100MM

GEOTEXTILE MEMBRANE

STONES 3/4 NET THK. 200MM

GEOTEXTILE MEMBRANE

UNDISTURBED SOIL OR COMPACTED

FILLER

150

200MM

TYP
.

PREFABRICATED CONCRETE PAVERS. TYPE  (SEE  QUOTATION)

CONSTRUCTION SAND THK. 25MM

GRANULAR FOUNDATION  THK.. ±300MM (SEE CIVIL)

GEOTEXTILE MEMBRANE

UNDISTURBED SOIL OR COMPACTED FILLER

BARRIER CURB ( BEYOND, SEE CIVIL)

DEPRESSED CURB SECTION

3
0

0
M

M

T
Y

P
.

PREFABRICATED CONCRETE PAVERS. TYPE  (SEE QUOTATION)

CONSTRUCTION SAND THK.. 25MM

GRANULAR FOUNDATION  THK. ±300MM (SEE CIVIL)

GEOTEXTILE MEMBRANE

UNDISTURBED SOIL OR COMPACTED FILLER

DO NOT DAMAGE OR CUT LEADER

(DAMAGED OR BROKEN LEADERS WILL NOT BE ACCEPTED)

TREE:

MULCH 75 MM

PLANTATION BED - 1500 MM X 1500MM X 1000 MM

PLANTATION SOIL THK. +/- 1000 MM (SEE ESTIMATION)

UNDISTURBED SOIL OR COMPACTED FILLER

REMOVED DEAD OR SICK BRANCHES

KEEP THE NATURAL PORT OF THE TREE

COVER THE CUTS OF Ø20 MM AND MORE

WITH A VEGETAL COAT SCALING.

GALVANIZED METALLIC ATTACHMENT, INSERTED IN

Ø12 MM DIAMETER BLACK RUBBER HOSE

TUTORS : STEEL STEAKS OF 38 x 38 x 2400 MM

GALVANIZED STEEL WIRES OF 3MM DE DIAMETER

PLANT THE TREE 50 MM HIGHER THAN THE

ORIGINAL LEVEL FOR PREVENTING PLOWING

FORESEE ANTI-RODENT TRUNK PROTECTION

FIREPROOF MULCH THK. 75 MM

FOLD THE TOP OF THE JUTTE OVER 1/3 OF THE CLOD

OF EARTH

PLANTATION SOIL THK. 1000 MM

FOSSE

1500x1500mm

PROFONDEUR

1000mm

300

3
0

0

1500

75

1
0

0

1
5

0

1250

CONCRETE SLAB (ANTI-SLIP

FINISH) (SEE CIVIL)

GRANULAR FOUNDATION MG-20

COMPACTED 95% P.M 300 MM

THK.

GEOTEXTILE MEMBRANE (SE

ESTIMATION)

UNDISTURBED SOIL OR

COMPACTED FILLER

2%

SEE

SCHEDULE

SEE

SCHEDULE

150

TYPE

75

4
5

0

150

150

3
0

0

450

3
0

0

CONCRETE SIDEWALK THK. 150MM (FINI ANTI-DÉRAPANT) (SEE CIVIL)

GRANULAR FOUNDATION MG-20 COMPACTED 95% P.M 300 MM THK.

GEOTEXTILE MEMBRANE  (SEE QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

PAVEMENT IN ASPHALT (SEE CIVIL)

GRANULAR FOUNDATION  (SEE CIVIL)

GEOTEXTILE MEMBRANE

UNDISTURBED SOIL OR COMPACTED FILLER

FIREPROOF MULCH  THK. 75 MM

SHRUBS

PLANTE SHRUBS AT THE ORIGIN LEVEL

PLANTATION SOIL +/- 450 MM

(SEE ESTIMATION)

UNDISTURBED SOIL OR COMPACTED FILLER

PREFABRICATED CONCRETE PAVERS. TYPE  (SEE ESTIMATION)

CONSTRUCTION SAND THK. 25MM

GRANULAR FOUNDATION  MG-20 COMPACTED 95% P.M 300 MM THK.

GEOTEXTILE MEMBRANE (SEE ESTIMATION)

UNDISTURBED SOIL OR COMPACTED FILLER

PERENNIAL / GRASSES

FIREPROOF MULCH THK. 75MM

MIXTURE OF PLANTING FLOOR THK. +/- 300MM

UNDISTURBED SOIL OR COMPACTED FILLER

VARIABLE

300

3
0
0

600

25

75

3
5
0

VARIABLE

PREFABRICATED CONCRETE PAVERS. TYPE (SEE

PLANS INDICATIONS)

INSTALLATION BED  THK. 25MM

GRANULAR FOUNDATION MG-20 COMPACTED 95% P.M 300 MM ÉP.

GEOTEXTILE MEMBRANE (SEE ESTIMATION)

UNDISTURBED SOIL OR COMPACTED FILLER

CONCRETE SLAB (ANTI-SLIP FINISH)

(SEE CIVIL)

150

+/- 300

25

VARIABLE

STABILIZED SCREENING (SEE QUOTATION)

115

3
0
0

PREFABRICATED CONCRETE PAVERS. TYPE (SEE

PLANS INDICATIONS)

INSTALLATION BED  THK. 25MM

GRANULAR FOUNDATION MG-20 COMPACTED 95% P.M 300 MM ÉP.

GEOTEXTILE FILTER MEMBRANE

MIRADRAIN

ROOT BARRIER

WATERPROOF MEMBRANE  (SEE ARCHITECTURE)

THERMAL INSULATION (SEE ARCHITECTURE)

VAPOUR CONTROL LAYER (SEE ARCHITECTURE)

STRUCTURAL SUPPORT (SEE STRUCTURE )

2
0

0

SOD IN ROLL

TURF SOIL MIX THK. 150MM

UNDISTURBED SOIL OR COMPACTED FILLER

300

3
0
0

150

3
0
0

150

CONCRETE PAVERS TILES (ANTI-SLIP FINISH) (SEE CIVIL)

GRANULAR FOUNDATION  MG-20 COMPACTED 95% P.M 300 MM

THK.

GEOTEXTILE MEMBRANE  (SEE ESTIMATION)

UNDISTURBED SOIL OR COMPACTED FILLER

STABILIZED SCREENING (SEE QUOTATION)

GRANULAR FOUNDATION MG-20 COMPACTED 95% P.M 300 MM THK.

GEOTEXTILE MEMBRANE  (SEE QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

115

+
/
-
 
3

0
0

150

3
0

0

CONCRETE SLAB (ANTI-SLIP FINISH) (SEE CIVIL)

GRANULAR FOUNDATION MG-20 COMPACTED 95%

P.M 300 MM THK.

GEOTEXTILE MEMBRANE  (SEE QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

300

150

CONCRETE SLAB (ANTI-SLIP FINISH) (SEE CIVIL)

GRANULAR FOUNDATION MG-20 COMPACTED 95% P.M 300 MM THK.

GEOTEXTILE MEMBRANE  (SEE ESTIMATION)

UNDISTURBED SOIL OR COMPACTED FILLER

3
0

0

PERENNIAL / GRASSES

FIREPROOF MULCH THK. 75MM

PLANTATION SOIL MIX THK. +/- 350 MM

UNDISTURBED SOIL OR COMPACTED FILLER

75

3
5

0

SHRUBS

FIREPROOF MULCH THK. 75MM

PLANTATION SOIL MIX  THK. 450 MM UNDISTURBED

SOIL OR COMPACTED FILLER

300

150

3
0
0

75

4
5
0

+/- 600

CONCRETE SLAB (ANTI-SLIP FINISH) (SEE CIVIL)

GRANULAR FOUNDATION MG-20 COMPACTED 95%

P.M 300 MM THK.

GEOTEXTILE MEMBRANE  (SEE QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

2%

150

TYPE

150

3
0

0

300

600

3
0

0

CONCRETE SIDEWALK THK. 150MM (FINI ANTI-DÉRAPANT) (SEE CIVIL)

GRANULAR FOUNDATION MG-20 COMPACTED 95% P.M 300 MM THK.

GEOTEXTILE MEMBRANE  (SEE QUOTATION)

UNDISTURBED SOIL OR COMPACTED FILLER

PAVEMENT IN ASPHALT (SEE CIVIL)

GRANULAR FOUNDATION  (SEE CIVIL)

GEOTEXTILE MEMBRANE

UNDISTURBED SOIL OR COMPACTED FILLER

GROUNDCOVER

TURF SOIL GROUND THK. 150 MM (SEE ESTIMATION)

UNDISTURBED SOIL OR COMPACTED FILLER

SCALE 1:25

SECTION TYPE/PETANQUE GAME

04

01

SCALE 1:25

JUNCTION DETAIL/PETANQUE  GAME

04

02

SCALE 1:75

VIEW PLAN/PETANQUE  GAME

04

03

SCALE 1:25

SECTION TYPE/SHUFFLEBOARD GAME

04

04

SCALE 1:25

SECTION TYPE/PICKLEBALL GAME

04

06

SCALE 1:75

VIEW PLAN / SHUFFLEBOARD GAME

04

05

SCALE 1:25

SECTION TYPE/PICKLEBALL GAME

04

07

SCALE 1:75

VIEW PLAN/ PICKLEBALL SCALE

04

08

DOCUMENT PREPARED BY

ISSUES

NO

OWNER / DEVELOPER

THE CONTRACTOR IS REQUIRED TO VERIFY ALL ELEVATIONS
AND DIMENSIONS. ANY ERRORS OR OMISSIONS MUST BE
REPORTED TO THE LANDSCAPE ARCHITECT AND CONCERNED
PROFESSIONALS BEFORE SITE WORK. ANY DIMENSIONS
SHOULD BE MEASURED DIRECTLY ON THIS DRAWING. THIS
DRAWING MAY NOT BE USED FOR CONSTRUCTION BEFORE
BEING DULY APPROVED BY THE LANDSCAPE ARCHITECT AND
THE CONCERNED PROFESSIONALS.

ANY PROFESSIONAL (CLIENT, CONTRACTOR, CONSULTANTS
AND OTHERS) MAY USE THE DRAWINGS (ON PAPER OR
DIGITAL) OF THE LANDSCAPE ARCHITECT ONLY FOR THE
SPECIFIC PURPOSES OF THE PROJECT AND FOR
CONSULTATION AND REFERENCE PURPOSES, WITHOUT
MODIFICATION OR ALTERATION, SUBJECT TO BREACH OF
COPYRIGHT.

THESE DRAWINGS USE THE METRIC SYSTEM. THE IMPERIAL
DIMENSIONS SHOWN ARE ONLY FOR INDICATIVE DATA
PURPOSES.

ALL INDICATIONS RELATING TO THE BUILDING (ELEVATIONS,
DIMENSIONS ...) ARE INDICATIVE, SEE ARCHITECTURE.
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ÉCHELLE 1:25

SECTION TYPE/GRAVEL-FILLE BAND

04

09

ÉCHELLE 1:25

SECTION TYPE/JUNCTION CONCRETE SLAB AND PAVERS

04

10

ÉCHELLE 1:25

SECTION TYPE/JUNCTION STABILIZED SCREENING AND CONCRETE PAVERS
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11

ÉCHELLE 1:25

SECTION TYPE / CONCRETE PAVERS AND PERENNIAL/GRASSES PLANTING

04
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ÉCHELLE 1:25

SECTION TYPE / CONCRETE PAVERS - CURB - CONCRETE PAVERS

04

13

ÉCHELLE 1:25

SECTION TYPE / CONCRETE SLAB - TREE PLANTING

04
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ÉCHELLE 1:25

SECTION TYPE / LAWN - CONCRETE SLAB

04

17

ÉCHELLE 1:25

SECTION TYPE / PERENNIAL AND GRASSES - CONCRETE SLAB

04

18

ÉCHELLE 1:25

SECTION TYPE / STABILIZED SCREENING - CONCRETE SLAB

04

15

ÉCHELLE 1:25

SECTION TYPE / SHRUB PLANTING - CONCRETE SLAB

04

16

ÉCHELLE 1:25

SECTION TYPE / CONCRETE SIDEWALK / SHRUB PLANTING

04

19

ÉCHELLE 1:25

SECTION TYPE / CONCRETE SIDEWALK / LAWN PLANTING

04

20
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