
NOTES:

DO NOT SCALE DRAWINGS;

NOTES ARE APPLICABLE TO ALL DRAWINGS IN THE SET;

Fotenn Consultants Inc. IS NOT RESPONSIBLE FOR ACCURACY OF BASE INFORMATION;

REFER TO CIVIL ENGINEERING DRAWINGS FOR GRADING & SITE SERVICING INFORMATION;

THE CONTRACTOR IS RESPONSIBLE FOR CONFIRMING SITE CONDITIONS AND REPORTING ANY DISCREPANCIES TO THE LANDSCAPE ARCHITECT;

THE CONTRACTOR IS RESPONSIBLE FOR CONFIRMING EXACT LOCATIONS OF ALL UNDERGROUND SERVICES AND OBTAINING CLEARANCE FROM
ALL APPLICABLE UTILITIES. PROPOSED WORKS FOUND TO BE IN CONFLICT WITH UNDERGROUND SERVICES MAY BE ADJUSTED AT THE
DIRECTION OF THE LANDSCAPE ARCHITECT;

LANDSCAPE ELEMENTS SHOWN ARE SUBJECT TO THE FINAL LOCATION OF UNDERGROUND SERVICES AND UTILITIES;

DO NOT INSTALL TREES ON PROPERTY / LOT LINES OR WITHIN DRAINAGE EASEMENTS;

PERFORM WORK IN ACCORDANCE WITH DETAILS AND SPECIFICATIONS;

ALL PLANT MATERIAL SHALL BE No. 1 NURSERY STOCK AND SHALL MEET OR EXCEED THE SPECIFICATION OF THE Canadian Standards for
Nursery Stock, AS PUBLISHED BY THE Canadian Nursery Landscape Association;

SPECIES SUBSTITUTIONS ARE NOT PERMITTED WITHOUT PRIOR WRITTEN APPROVAL OF THE LANDSCAPE ARCHITECT;

ALL UN-PAVED SURFACES TO RECEIVE 150mm DEPTH TOPSOIL & SOD.

STANDARDS FOR TREE PLANTING:

NO PLANTING ON CORNERS OR ANYWHERE WHERE IT WOULD CREATE A SIGHT LINE CONCERN;

MAINTAIN A MINIMUM DISTANCE OF 7.5m FROM ALL BUILDINGS;

MAINTAIN A MINIMUM DISTANCE OF 2.5m FROM THE CURB FOR DECIDUOUS TREES AND 4.5m FOR CONIFEROUS TREES;

MAINTAIN A MINIMUM DISTANCE OF 1.5m FOR DECIDUOUS (4.5m FOR CONIFERS) FROM ANY SIDEWALK OR PRIVATE WALKWAY;

MAINTAIN A MINIMUM DISTANCE OF 1.2m FROM ALL DRIVEWAYS;

MAINTAIN A MINIMUM DISTANCE OF 2.5m FROM COMMUNITY  MAILBOXES, LIGHT STANDARDS, FIRE HYDRANTS AND NO PLANTING IN FRONT OF
HYDRANTS;

MAINTAIN A MINIMUM DISTANCE OF 3.0m FROM ALL HYDRO TRANSFORMERS;

MAINTAIN A MINIMUM DISTANCE OF 1.0m FROM ALL UNDERGROUND SERVICES;

MAINTAIN A MINIMUM DISTANCE OF 1.0m FROM ALL BELL AND CABLE BOXES;

MAINTAIN A MINIMUM DISTANCE OF 10.0 FROM BUS SHELTERS

IMPORTANT NOTICE FOR CONTRACTOR:

THE CITY OF OTTAWA REQUIRES A Certificate of Completion (F1) Landscape Works TO BE SUBMITTED AND SEALED BY THE LANDSCAPE
ARCHITECT. CONTRACTORS ARE RESPONSIBLE FOR FAMILIARIZING THEMSELVES WITH THE REQUIREMENTS OF THIS PROCESS AND PROVIDING
SUFFICIENT NOTICE TO THE LANDSCAPE ARCHITECT TO CONDUCT SITE REVIEWS DURING INSTALLATION OF TREES. THE 1 YEAR WARRANTY
PERIOD SHALL NOT COMMENCE UNTIL THE LANDSCAPE ARCHITECT HAS SUBMITTED THE F1 Certificate.

PRIOR TO INSTALLATION OF TREES, THE DEVELOPER WILL CONTACT THE PLANNING AND GROWTH MANAGEMENT AND FORESTRY SERVICES TO
REVIEW THE SPECIES AND LOCATION OF TREES.
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(SEE PLANTING NOTES & SCHEDULE FOR
SPECIES AND QUANTITIES)
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PLANT KEY

DECIDUOUS TREES (SEE PLANTING NOTES &
SCHEDULE FOR SPECIES AND QUANTITIES)

PROPERTY LINE

PRIVACY SCREEN

SHRUB, PERENNIAL AND GRASS PLANTING
(SEE PLANTING NOTES & SCHEDULE FOR
SPECIES AND QUANTITIES)

BIKE RACKS

ROUND CONCRETE BOLLARDS
(DIAMETERS VARY: 18", 24", 36")

UNIT PAVERS

RIVER ROCK

3
XX

PLANTING SCHEDULE

KEY QTY. BOTANICAL NAME COMMON NAME SIZE / CONDITION / SPACING

DECIDUOUS TREES

AG 2 Acer ginnala 'Ruby Slippers' Ruby Slippers Amur Maple 60mm cal. / W.B.

UH 5 Ulmus x hollandica 'Wredei' Golden Elm 60mm cal. / W.B.

EVERGREEN SHRUBS

Tc 14 Taxus cuspidata ' Nana' Dwarf Japanese Yew #3 Pot / 1200cm o.c.

DECIDUOUS SHRUBS

Ea 17 Euonymus alatus 'Compacta' Dwarf Burning Bush #2 Pot / 90cm sp.

Dl 8 Diervilla lonicera Bush Honeysuckle #2 Pot / 90cm sp.

PERENNIALS, GRASSES & GROUND COVERS

bs 18 Blechnum spicant Deer Fern #1 Pot / 50cm o.c.

cak 49 Calamagrostis acutiflora 'Karl Foerster' Feather Reed Grass #2 Pot / 50cm o.c.

cc 16 Calamagrostis canadensis Canada Bluejoint #2 Pot / 70cm o.c.

he 114 Hemerocallis 'Stella de Oro' Stella D'Oro Daylilly #1 Pot / 40cm o.c.

hep 44 Hemerocallis 'Purple de Oro' Purple D'Oro Daylilly #1 Pot / 40cm o.c.

ho 86 Hosta 'Blue Mouse Ears' Plantain Lily #1 Pot / 40cm o.c.

pv 36 Panicum virgatum 'Prairie Fire' Prairie Fire Switch Grass #2 Pot / 50cm o.c.

vm 24 vinca minor Periwinkle (Creeping Myrtle) #1 Pot / 50cm o.c.
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TO BE INSTALLED THROUGH FOUNDATION WALL.
CONNECT TO MAIN AS PER S11
INV. @ BLDG =69.77
INV. @ CONNECTION=68.52

EXTENT OF
FLOORS ABOVE

71.8571.90
71.82

71.82
71.82

71.82

REINSTATE MONOLITHIC
CURB AND SIDEWALK AS PER SC2

PROPOSED RETAINING WALL
TO BE 0.15m FROM

PROPERTY LINE

PROPOSED
RETAINING WALL

TO BE 0.15m
FROM PROPERTY

LINE

TVS CONNECTION TO EXISTING 300mmØ WATERMAIN.
CONNECTION BY CITY FORCES, EXCAVATION, BACKFILL, AND

REINSTATEMENT BY CONTRACTOR.
5.9m-150mmØ PVC WATER SERVICE (TO BE VERIFIED BY

MECHANICAL CONSULTANT.)
CONNECTION TOP OF MAIN=69.08±

T/W @ BLDG=±69.20

EXISTING SERVICES TO BE
CAPPED AND ABBANDONED

CONTRACTOR TO LOCATE EXISTING
SERVICES. ANY CONFLICTS WITH EXISTING

SERVICING MUST BE REPORTED TO THE
ENGINEER PRIOR TO CONTINUING WITH

CONSTRUCTION.

ROAD CUT PER R10
APPROX. AREA =23m²

REINSTATE MONOLITHIC
CURB AND SIDEWALK AS PER SC2

MATCH EXISTING
BOC ELEVATIONS

MATCH EXISTING
FOC ELEVATIONS

72.01

LIMIT OF
UNDERGROUND
PARKING

EXTENT OF
FLOORS ABOVE

72.37

25
.39

m

TVS CONNECTION TO EXISTING 300mmØ WATERMAIN.
CONNECTION BY CITY FORCES, EXCAVATION, BACKFILL, AND
REINSTATEMENT BY CONTRACTOR.
10.3m-150mmØ PVC WATER SERVICE (TO BE VERIFIED BY
MECHANICAL CONSULTANT.)
CONNECTION TOP OF MAIN=69.60±
T/W @ BLDG=±69.50

MATCH EXISTING
SIDEWALK ELEVATIONS

MATCH EXISTING
SIDEWALK ELEVATIONS

71.72 71.58
71.6771.82

71.80

CB / FLOOR DRAIN
T/G = 71.70

CONNECTED TO
INTERNAL SERVICING

CB / FLOOR DRAIN
T/G = 71.80

CONNECTED TO
INTERNAL SERVICING

CB / FLOOR DRAIN
T/G = 71.60

CONNECTED TO
INTERNAL SERVICING

6.2m-300mmØ STM SERVICE @ 1.00% MIN FOR FOUNDATION
DRAIN AND ROOF DRAINAGE
C/W FULL PORT BACKWATER VALVE AS PER S14.
TO CONNECT TO MAIN WITH RISER PIPE AS PER S11
INV @ BLDG =69.20
INV @ CONNECTION =69.14

OUTLINE OF 31.8 cu.m.
STORMWATER CISTERN IN LEVEL P1

(REFER TO ARCHITECTURAL
DRAWINGS FOR DETAILS).

CISTERN OVER-FLOW

M

RM

71.70

COVERED
DRIVEWAY

72
.0

0

71.95
71.95

71.88
71.88

71.57
71.57

71.92
71.92

71.78
71.78

NEPEAN ST.

72.41
72.41

72.28
72.28

72.49
72.49

72.42
72.42

T/W=72.30
B/W = 71.90

72.20
72.20

71.45

EX. MONOLITHIC CURB AND SIDEWALK
TO BE REMOVED

DEPRESSED MONOLITHIC CURB ,
SIDEWALK AS PER SC 2.

71.30
71.30
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LOBBY

CACF

EXIT

PARCEL (LARGE)

ROOM

ROOM

MAIL / PARCEL LOCKER

CACF

PARCEL (LARGE)

ROOM

LOBBY

EXIT

LOBBY

ELEVATOR

VESTIBULE

VESTIBULE

LOBBY

ELEVATOR

WIFI LOUNGE

OFF

MAIL DROP

JANITOR

CLOSET

BF

WC

ROOM

PARCEL LOCKER

OFF

MAIL DROP

BF

WC

ART FEATURE

ART FEATURE

STORAGE

CONCIERGE

WIFI LOUNGE

JANITOR

CLOSET

ENTRANCE FOR

PARCEL DELIVERY

ENTRANCE FOR

PARCEL DELIVERY

CONCEIRGE

ST

PARCEL (LARGE)

ROOM

ROOM

MAIL

7.5% 15% slope down
to P1 level

287 Lisgar Street
16 storeys

POTENTIAL
4 STOREY

POTENTIAL
11 STOREY

POTENTIAL
4 STOREY

POTENTIAL
11 STOREY

residential
entry

residential
entry

residential
entry

office
entry

OUTLINE OF BUILDING ABOVE

OUTLINE OF BUILDING ABOVE
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OUTLINE OF BUILDING ABOVE

Refuse

Refuse
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N 

31
° 5

9'
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Moving/holding

Moving/holding
G2

G3

O2

G1

O1

O3

RECYCLING

O4 05

FIBRE FIBRE

FIBRE G3

O2

O5

O1

O4

FIBRE

G1

G2

Exit

Exit

mech riser mech riser

mech risermech riser

elect. closet

Exit

elect. closet

Loading
7.0m(L) x 3.5m(W)

x 4.2m(H)

Leasing
Office

Management
Workshop

a/l

SIAMESE CONNECTION

SIAMESE CONNECTION

intake

exhaust exhaust

FH

existing
fire hydrant

0
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1500
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00
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AC
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1500
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Shaft

F/A Shaft
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t

Elect. Shaft

+
71.675 FFE 

+
104.340  

+
71.90 FFE 

+
68.49 FFE 

RECYCLING

O3

Ramp contains subsurface
melting device when exceeding 6%

240 L 240 L 240 L

240 L 240 L

240 L

240 L 240 L

240 L 240 L

4 CUBIC YARD 4 CUBIC YARD

4 CUBIC YARD

4 CUBIC YARD
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4 CUBIC YARD

4 CUBIC YARD

4 CUBIC YARD

4 CUBIC YARD

4 CUBIC YARD

4 CUBIC YARD

intake

Lobby

Lobby

Note:
depressed concrete curbs

and sidewalk will be
provided as per city
standards

PROPOSED 27-STOREY
BUILDING

FFE=71.75

PROPOSED 25-STOREY
BUILDING

FFE=72.05

PROPOSED
9-STOREY
BUILDING
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400 min

2/3 HEIGHT OF TRUNK TO BRANCHING - INSTALL ON
PREVAILING WIND SIDE

EXISTING / FINISH GRADE

DO NOT CUT OR DAMAGE LEADER

REMOVE DAMAGED OR DEAD BRANCHES
(FOLLOW THE MOST RECENT CANADIAN
NURSERY & TRADES ASSOCIATION PRACTICE)

COMPACTED SUBGRADE BELOW ROOTBALL ONLY UNDISTURBED SUBGRADE

PLANTING MEDIUM, BACKFILLED AND TAMPED
IN LIFTS OF 150mm TO AVOID ROOTBALL
DISTURBANCE

COMPACTED SOIL SAUCER

MULCH LAYER TO 75mm DEPTH - CLEAR FROM
IMMEDIATE BASE OF TREE

GUYING SYSTEM: 40x40mm METAL T-POST. EMBED MIN.
300mm INTO NATIVE SUBGRADE. INSTALL ADJUSTABLE

TURNBUCKLE ON 3mm DIA. WIRE AND WRAP AROUND
TRUNK WITH SECTION OF 2-PLY REINFORCED RUBBER

HOSE OR APPROVED ARBOR TIE TYPE PRODUCT

SCARIFY BOTTOM AND SIDES OF PIT
CUT AND REMOVE TOP 2/3 WIRE AND BURLAP FROM

TOP AND SIDES OF ROOTBALL

PLANT TREE AT ELEVATION EQUAL TO THAT OF
APPARENT NURSERY GROWING CONDITION

REMOVE BURLAP AFTER ACCEPTANCE AND
INSTALL FINE WIRE MESH RODENT PROTECTION

PRUNE AWAY APPROX. 20% AND/OR DAMAGED BRANCHES

BAREROOT STOCK: SPREAD ROOTS EVENLY AND ENSURE EVEN SOIL
COVERAGE AROUND ROOTS;

POTTED STOCK: COMPLETELY REMOVE POT FROM ROOTBALL

MULCH LAYER TO 60mm DEPTH - CLEAR AWAY FROM
STEM OF SHRUB

SCARIFY BOTTOM OF BED/PIT

UNDISTURBED SUBGRADE

MIN. 400mm

PLANTING MEDIUM, BACKFILLED AND HAND-TAMPED IN LIFTS AS TO AVOID
ROOTBALL DISTURBANCE

SEE PLANT LIST FOR SPACING

400mm MIN.

MULCH LAYER TO 60mm DEPTH - CLEAR AWAY FROM BASE OF
PLANT

PLANTING MEDIUM, BACK FILLED AND HAND-TAMPED IN LIFTS AS
TO AVOID ROOTBALL DISTURBANCE

UNDISTURBED SUB GRADE

UNDISTURBED OR THOUGHLY
COMACTED SUBGRADE

GRANULAR BASE - DEPTH PER
CIVIL OR GEOTECHNICAL
RECOMMENDATION

FINISH GRADE

SWEEP POLYMERIC SAND TO FILL JOINTS

EDGE RESTRAINT

150mm

GRADESLAB

CONCRETE BUILDING SLAB, REFER TO ARCH.

BEDDING AND JOINTING SAND SHALL MEET THE REQUIREMENTS OF
THE CSAa23.1-FAI, AS RECOMMENDED BY I.C.P.I.

PRECAST CONCRETE UNIT PAVERS (AS SPECIFIED)

UNDISTURBED OR THOUGHLY
COMACTED SUBGRADE

GRANULAR BASE - DEPTH PER CIVIL OR
GEOTECHNICAL RECOMMENDATION

FINISH GRADE

SWEEP POLYMERIC SAND TO FILL JOINTS

EDGE RESTRAINT

150mm

GRADESLAB

PRECAST CONCRETE UNIT PAVERS (AS SPECIFIED)

BEDDING AND JOINTING SAND SHALL MEET THE REQUIREMENTS OF
THE CSAa23.1-FAI, AS RECOMMENDED BY I.C.P.I.

CONCRETE BUILDING SLAB, REFER TO ARCH.

DE
PT

H 
VA

RI
ES

,
RE

FE
R 

TO
 P

LA
N CONCRETE BOLLARD, REFER TO

PLAN FOR LAYOUT AND DIAMETER

THREADED ANCHOR BOLT, REFER TO MANUFACTURER'S
SPECIFICATIONS FOR ANCHORING
QUICK-SET CONCRETE OR GROUT, REFER TO
MANUFACTURER'S SPECIFICATIONS FOR ANCHORING

CAST-IN THREADED INSERT, REFER TO
MANUFACTURER'S SPECIFICATIONS FOR ANCHORING

EXPANSION JOINT

?

ROOF DECK, REFER TO ARCHITECTURAL?

?

UNIT PAVERS

PRODUCT / MANUFACTURER: SPHERICAL
BOLLARD / WAUSAU TILE
SIZES (REFER TO PLAN): 12", 18", 24"
COLOUR / FINISH: TBD

1
L3

DECIDUOUS TREE PLANTING DETAIL
n.t.s.

2
L3

SHRUB PLANTING DETAIL
n.t.s.

3
L3

PERENNIAL PLANTING DETAIL
n.t.s.

5
L3

LIGHT-DUTY CONCRETE UNIT PAVERS
n.t.s.

4
L3

HEAVY-DUTY CONCRETE UNIT PAVERS
n.t.s.

6
L3

SPHERICAL CONCRETE BOLLARDS
n.t.s.
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PR
OP

ER
TY

 L
IN

E
FFE: TBD (SEE ARCH)

NOTES:

- DE-COMPACTION PROGRAM: UPON COMPLETION OF HARDSCAPE
WORKS, EXCAVATE AND TURN-OVER SUBSOIL IN TREE PLANTING
ZONES (1.2m DEPTH, 3.4m WIDTH);

- NOTIFY LANDSCAPE ARCHITECT TO REVIEW EXCAVATION.
AMENDMENTS TO SUBSOIL MAY BE REQUIRED;

- PLACE AND RE-COMPACT LIGHTLY IN LIFTS PER SPECIFICATIONS.

AP
PR

OX
IM

AT
E 

LO
CA

TI
ON

S 
OF

EX
IS

TI
NG

 O
VE

RH
EA

D 
W

IR
ES

LISGAR STREET

APPROXIMATE EXTENT OF UNDERGROUND PARKING
GARAGE - REFER TO ARCHITECTURAL DRAWINGS

UNDISTURBED / COMPACTED SUB-GRADE

DE-COMPACTED SUBSOIL (SEE NOTES)

RE-INSTATED MONOLITHIC
CONCRETE SIDEWALK /
CURB PER City STANDARD

BUILDING FACE

DECIDUOUS STREET TREE
PER DETAIL, MINIMUM
1.5m DISTANCE FROM

OVERHEAD WIRES

150mm DEPTH TOPSOIL AND SOD /
PERENNIALS - REFER TO PLAN

BIKE RACK

EX
TE

NT
S 

OF
 P

AR
KA

DE
 B

EL
OW

1640mm

1
L4

SECTION THROUGH LISGAR FRONTAGE
n.t.s.

Copyright Reserved
The Copyrights to all designs and drawings are the property of Fotenn Consultants Inc. Unauthorized

reproduction or use is forbidden. DO NOT SCALE DRAWING

Copyright réservés
Les droits d'auteur à tous les modèles et dessins sont la propriété de Fotenn Consultants Inc.

Reproduction ou utilisation non autorisée est interdite. NE PAS L'ÉCHELLE DE DESSIN

designed / conçu

PM / DF
drawn / dessiné reviewed / examiné

date project number / No. du projet

drawing number / No. du dessin

drawing / dessin

project / projet

north / le nord stamp / le cachet

Client / Client

legend / légende

description / la descriptionrev'n

PM DF

Jan 2020 X ##-##

yyyy/mm/dd

key plan / plan repère

176 NEPEAN &
293-307 LISGAR

of 4

00 issue for Coordination 2020/09/28

01 issue for Client Review 2020/10/14

C

I N A
EP

A

ALFO
L UFS OA

NDS

A

NT

OI
OD
I

S S
O F.
C
AT

N
GU

TE
C

I H

M SMBERE

CT

OI

TN

RA
O

A

R

02 issue for SPA Coordination 2020/10/15

03 issue for SPA Coordination 2020/10/22

04 issue for SPA 2020/10/28

05 issue for SPA Resubmission 2021/03/11

P

R

E

L

I

M

I

N

A

R

Y

N

O

T

 

F

O

R

 

C

O

N

S

T

R

U

C

T

I

O

N

SECTIONS

L4

PL
OT

 IN
FO

RM
AT

IO
N.

   
DW

G 
NA

M
E:

 P
:\P

RO
JE

CT
S\

RI
CH

CR
AF

T\
Li

sg
ar

 &
 N

ep
ea

n 
St

\D
ES

IG
N\

5.
0 

W
OR

KI
NG

 D
RA

W
IN

GS
\0

1 
PR

IM
AR

Y\
Re

v0
5-

Li
sg

ar
 a

nd
 N

ep
ea

n-
LP

LA
N.

dw
g 

  P
LO

T 
DA

TE
: 2

02
1-

03
-1

1 
3:

26
:3

5 
PM

   
SH

EE
T 

SI
ZE

: I
SO

 fu
ll 

bl
ee

d 
A1

 (5
94

.0
0 

x 8
41

.0
0 

M
M

)  
 P

LO
TT

ED
 B

Y:
 P

au
lin

e 
M

os
ka

l  
 L

AS
T 

SA
VE

D 
BY

: m
os

ka
l


