
150 X 150 POST @ MAX. 2440

O.C. WORK SILICONE CAULKING

INTO EXPOSED END GRAIN

FINISHED GRADE

WELL COMPACTED

SUB-GRADE
300 DIA. 30 MPa CONCRETE

FOOTING. USE SONO TUBE IF

SOIL CONDTIONS WARRANT

THEIR USE.

FENCE TO BE INSTALLED INSIDE

PROPERTY LINE

25 X 150mm FASCIA

150mm GAP BETWEEN BOARDS

10mm x 10mm CHAMFER

5% TAPER FOR RUN OFF

150 X 150mm POST @ MAX. 2440 O.C.

25 x 150mm FASCIA BOARD

FENCE PANEL A

NOTES:

1. ALL WOOD TO BE No. 1 SPRUCE,  PINE, OR  FIR PRESSURE TREATED. WOLMANIZED OR

EQUAL.

2. USE HOT DIPPED GALVANIZED ARDOX NAILS AND HARDWARE WHERE REQUIRED.

3. WHERE FENCE TO BE INSTALLED ON CONCRETE RETAINING WALL, IT SHOULD TO BE

CENTRED ON WALL. FENCE POSTS TO BE FIXED TO CONCRETE USING A FENCE BASE

SUPPORT SECURED TO THE CONCRETE WITH CONCRETE FIXING BOLTS. IF CONCRETE

WEDGE ANCHORS ARE USED, TOP OF ANCHORS TO BE FLUSH WITH NUTS.

4. FENCE PANELS TO BE CONSTRUCTED IN A MODULAR PATTERN STARTING WITH FENCE
PANEL A.

NOTES:

1. FENCE PANEL A TO HAVE FIRST BOARD

AS A VOID. FENCE PANEL B TO HAVE

FIRST BOARD AS A SOLID.

NOTES:

1. BIKE RACK TO BE MODEL MBR150 BICYCLE RACK, SURFACE

MOUNT INSTALLATION, AS SUPPLIED BY MAGLIN SITE FURNITURE,

TEL.: 800-716-5506, OR APPROVED EQUIVALENT.

2. METAL TO BE POWDER-COATED IN SILVER 14, FASTENED WITH

STAINLESS STEEL ANTI-VANDAL HARDWARE

3. SHOP DRAWINGS INDICATING MODEL, DIMENSIONS, SIZES,

ASSEMBLY, ANCHORAGE AND INSTALLATION DETAILS TO BE

SUBMITTED FOR APPROVAL PRIOR TO ORDERING.

4. WHEN INSTALLED IN GROUPINGS, BIKE RACKS TO BE INSTALLED

1200mm O/C., AS INDICATED ON LANDSCAPE PLAN.

5. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH

MANUFACTURER'S SPECIFICATIONS.

PLAN VIEW

SIDE VIEW FRONT VIEW

BIKE RACK

BIKE RACK TO BE BOLTED

TO CONCRETE PAD

150 X 150 POST @ MAX. 2440

O.C. WORK SILICONE CAULKING

INTO EXPOSED END GRAIN

FINISHED GRADE

WELL COMPACTED

SUB-GRADE
300 DIA. 30 MPa CONCRETE

FOOTING. USE SONO TUBE IF

SOIL CONDTIONS WARRANT

THEIR USE.

25 X 150mm FASCIA

150mm GAP BETWEEN BOARDS

10mm x 10mm CHAMFER

5% TAPER FOR RUN OFF

PROPOSED 9 STOREY

RESIDENTIAL BUILDING

PROPERTY LINE

NOTES:

1. ALL WOOD TO BE No. 1 SPRUCE,  PINE, OR  FIR

PRESSURE TREATED. WOLMANIZED OR EQUAL.

2. USE HOT DIPPED GALVANIZED ARDOX NAILS AND

HARDWARE WHERE REQUIRED.

3. WHERE FENCE TO BE INSTALLED ON CONCRETE

RETAINING WALL, IT SHOULD TO BE CENTRED ON

WALL. FENCE POSTS TO BE FIXED TO CONCRETE

USING A FENCE BASE SUPPORT SECURED TO THE

CONCRETE WITH CONCRETE FIXING BOLTS. IF

CONCRETE WEDGE ANCHORS ARE USED, TOP OF

ANCHORS TO BE FLUSH WITH NUTS.

NOTES:

1. WASTE RECEPTACLE TO BE FGP BY LANDSCAPE FORMS,

OR APPROVED EQUIVALENT.

2. WOOD SLATS TO BE JARRAH WOOD GRAIN WITH NO

FINISH.

3. CAST ALUMINUM PARTS TO BE POWDERCOATED WITH A

SILVER METALLIC FINISH.

4. WASTE RECEPTACLE TO BE INSTALLED AS PER

MANUFACTURER'S SPECIFICATIONS.

HINGE LOCATION FOR LID. LID
SHOWN DASHED IN OPEN POSITION.

WOOD SLATS

GRADE

GUIDE FOR FREESTANDING UNIT. REMOVE TO SURFACE

MOUNT. (4) Ø 38 (10) NON-CORROSIVE BOLTS
RECOMMENDED FOR ANCHORING, PROVIDED BY OTHERS.

NEOLIVIANO BACKED BENCH (TYP.)
AS PER LANDSCAPE FORMS
MANUFACTURER, OR APPROVED
EQUIVALENT

THREDDED ROD FOR
EMBEDDING, M10 X 120mm,
6 PLACES.

ALUMINUM
EXTRUSION

WOOD BOARDCENTER ARM TO BE
INSTALLED ON 3000mm L
BENCH ONLY.

NOTES:

1. BENCH TO BE NEOLIVIANO BY LANDSCAPE FORMS,

OR APPROVED EQUIVALENT.

2. WOOD BOARDS TO BE JARRAH WITH NO FINISH.

3. CAST ALUMINUM PARTS TO BE POWDERCOATED WITH

A SILVER METALLIC FINISH.

4. BENCHES TO BE INSTALLED AS PER MANUFACTURER'S

SPECIFICATIONS.

1:30

1:101:30

1:20

1:20


