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FILTER FABRIC TO BE TERRAFIX
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NOTE:
1. FILTER

THE SILT BAG (OR SILT SACK) IS 50% FULL OF SEDIMENT.

2. THIS STANDARD SHOULD BE USED DURING ROAD CONSTRUCTION.

3. THE USE OF TERRAFIX SILT SACK IS REQUIRED. THE USE OF ANY EQUIVALENT
PRODUCT IS SUBJECT TO APPROVAL BY THE DIRECTOR OF ENGINEERING.

TYP. CATCHBASIN SEDIMENT PROTECTION

7

SHADED AREA INDICATES
"PHASE 2" CONSTRUCTION

- MUD—MAT AT ENTRANCE.
REFER TO DETAIL 4.

)

D EROSION & SEDIMENT CONTROL NOTES:

1. THE OWNER IS RESPONSIBLE FOR OBTAINING ALL NECESSARY
APPROVALS FROM THE CITY AND EXTERNAL AGENCIES PRIOR
TO ANY SITE ALTERATION ACTIVITY.

2. PRIOR TO COMMENCEMENT OF ANY ON-SITE WORK/SOIL
STRIPPING, EROSION  AND  SEDIMENT ~ CONTROL  (ESC)
MEASURES, AS PER ACCEPTED SITE ALTERATION PLANS,
MUST BE INSTALLED AND APPROVED BY THE DIRECTOR OF
ENGINEERING. ADDITIONAL ESC MEASURES, IF REQUIRED,
SHALL BE INSTALLED AS DIRECTOR OF ENGINEERING. THE
ESC MEASURES SHALL REMAIN IN PLACE UNTIL DIRECTOR OF
ENGINEERING FOR THEIR REMOVAL.

3. TREES ARE TO BE PRESERVED AS PER THE ACCEPTED TREE
PRESERVATION PLANS.

4. NO CONSTRUCTION ACTIVITES OR MACHINERY SHALL BE
ALLOWED BEYOND THE SILT/SNOW FENCE OR LIMITS OF THE

SUBDIVISION.
5. THE CONTRACTOR IS RESPONSIBLE TO IMPLEMENT DUST
CONTROL ~ MEASURES ~ AND  CONSTRUCTION  PRACTICE

GUIDELINES AS APPROVED BY THE CITY.

6. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING ALL ESC
MEASURES IN WORKING CONDITION AT ALL TIMES TO THE
SATISFACTION OF THE DIRECTOR OF ENGINEERING. THE
CONTRACTOR SHALL ROUTINELY INSPECT ALL ESC MEASURES
AT A MINIMUM OF ONCE A WEEK AND AFTER EACH RAINFALL
EVENT GREATER THAN 10mm TO ENSURE THE ESC
MEASURES ARE IN PROPER WORKING CONDITIONS. ANY
DAMAGES MUST BE REPAIRED WITHIN 24 HOURS.

7. ALL CONSTRUCTION VEHICLES MUST ENTER AND EXIT THE
SITE ONLY FROM THE APPROVED ACCESS ROUTE(S) AS
SHOWN ON THE ACCEPTED SITE ALTERATION PLANS.

8. CATCHBASIN SEDIMENT CONTROL MEASURE ARE TO BE
INSTALLED IMMEDIATELY AFTER INSTALLATION OF
CATCHBASINS.

9. ALL DISTURBED GROUND LEFT INACTIVE FOR OVER 30 DAYS
SHALL BE VEGETATED, SUBJECT TO WEATHER CONDITIONS, BY
SEEDING OR APPROVED EQUIVALENT TO THE SATISFACTION
OF THE DIRECTOR OF ENGINEERING.

10. ALL SOIL STOCKPILES IF REMAINING ON SITE FOR MORE
THAN 30 DAYS SHALL BE VEGETATED, SUBJECT TO WEATHER
CONDITIONS, BY SEEDING OR APPROVED EQUIVALENT TO THE
SATISFACTION OF THE DIRECTOR OF ENGINEERING.

11. STREET SWEEPING/CATCHBASIN CLEANING PROGRAM SHALL
BE IMPLEMENTED UPON COMPLETION OF BASE ASPHALT TO
THE SATISFACTION OF THE DIRECTOR OF ENGINEERING.

12. ALL SOIL STOCKPILES SHALL BE SURROUNDED  WITH
SEDIMENT CONTROL FENCE. THE MAXIMUM SIDE SLOPES FOR
STOCKPILES SHALL BE 1.5 (H) TO 1.0 (V). THE MAXIMUM
HEIGHT OF STOCKPILE SHALL NOT EXCEED 3.0 m.

13. THE CONTRACTOR SHALL ENDEAVOR TO PREVENT MUD
TRUCKING ~ ONTO  EXISTING  RIGHT—OF—WAY AND  SHALL
PROVIDE CLEAN UP AT HIS/HER OWN EXPENSE AS DIRECTED
BY THE DIRECTOR OF ENGINEERING.

THE CONTRACTOR SHALL CARE AND CONTROL SPILLS,
FLUIDS, AND MATERIALS DURING CONSTRUCTION TO MINIMIZE
RISK TO THE ENVIRONMENT.

15000 MIN.

INSERT 25mm REBAR FOR
BAG REMOVAL FROM INLET

OPTIONAL OVERFLOW:

NON-WOVEN GEQTEXTILE APRON
ATTACHED TO GEOTEXTILE FILTER
SACK (HIGH STRENGTH STITCHING)

DUMFP LOOPS

>

4000 MiIN.

300mm OF 50mmeo
CRUSHER—RUN LIMESTONE
C/W FILTER CLOTH

/ 4\ TYP. MUDMAT DETAIL

FABRIC TO BE INSPECTED BI-WEEKLY AND REPLACED BY THE OWNER WHEN

FROZEN CONDITION (-3
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ESTATE & ECONOMIC DEVELOPMENT
TMENT, CITY OF OTTAWA

PLAN OF SURVEY
PART 1 - PLAN OF SURVEY OF

PART OF BLOCK 6
PLAN 4M-1566

' APPROVED

By Allison Hamlin at 4:32 pm, Feb 14, 2024

AND
PART OF LOT 3
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1. VERIFY ALL DIMENSIONS PRIOR T0
CONSTRUCTION.

2. DO NOT SCALE DRAWINGS.

3. REPORT ~ ALL  DISCOVERIES ~ OF  ERRORS,

OMISSIONS OR DISCREPANCIES TO THE DESIGN

METRIC

ALL DIMENSIONS ARE IN MILLIMETRES U.N.O.. CONTRACTOR TO
CHECK/VERIFY ALL DIMENSIONS PRIOR TO COMMENCEMENT OF WORK.
ALL DESCREPANCIES TO BE REPORTED TO THE PROJECT DESIGNER.
DO NOT SCALE DRAWINGS.

ENGINEER AS APPLICABLE.

4. USE ONLY LATEST REVISED DRAWINGS OR
THOSE THAT ARE MARKED "ISSUED FOR
CONSTRUCTION".

5. DESIGN AND CONSTRUCTION OF THIS PROJECT
SHALL COMPLY WITH THE PROVINCIAL AND
LOCAL BUILDING CODES LATEST EDITION.

6. ALL WORKS AND MATERIALS USED SHALL
COMPLY AS REQUIRED BY THE BUILDING CODE
LATEST EDITION.

7. THIS ~ DRAWING ~ SHALL BE  READ IN

SEAL:

CONJUNCTION  WITH ALL RELEVANT DRAWINGS
& SPECIFICATIONS.

8. EVERYTHING IS TO BE CONSIDERED NEW
UNLESS SPECIFIED EXISTING OTHERWISE.

CONSULTANT:

J + B ENGINEERING INC.

TORONTO CALGARY

25 CENTURIAN DR. 707-10TH AVE. SW
SUITE 201 SUITE 150
MARKHAM, ON L3R 5N8 CALGARY AB T2R 0B3
416 229 2636 403 355 2295
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