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1 PROPOSED SHRUB PLANTING

PLANTING PLAN AREA

PROPOSED DECIDUOUS TREE
PLANTING

PROPOSED CONIFEROUS TREE
PLANTING

DO NOT PRUNE LEADER

FOR DAMAGE

PRUNE TO REMOVE DAMAGED BRANCHES

REMOVE WRAP FROM TRUNK AND INSPECT

N.T.S.

50-60% SAND
20-40% SILT
6-10% CLAY
2-5% ORGANIC
7.5PH OR LESS

STAKES NOT TO BE INSTALLED ON
BALLED AND BURLAPPED TREES

TO ALLOW FOR SOME SETTLING

SOIL TO CONSIST OF:

EXISTING GRADE

PLASTIC TREE
PROTECTOR

- CUT, LOOSEN AND ROLL BACK APPROX. 1/2 OF TWINE, BURLAP AND WIRE OF ROOTBALL
- ALL TWINE AND BURLAP MUST BE BIO-DEGRADABLE
- BACKFILL IN 150mm LIFTS AND TAMP TO PREVENT AIR POCKETS

scale:

OF ROOT BALL

DISTURBED OR COVERED WITH SOIL.

DECIDUOUS TREE PLANTING

- CAREFULLY REMOVE ANY LOOSE SOIL AROUND TRUNK. TOP OF ROOTBALL SHOULD NOT BE

- SOAK BACKFILLED AREA TO ENSURE FULL CONTACT BETWEEN ROOTBALL AND BACKFILL

FORM A SOIL SAUCER 125mm IN DEPTH AND
FILL WITH WATER. SOON AFTER WATER HAS BEEN

TREE SHALL BEAR SAME RELATION TO GRADE AS IT

ABSORBED COVER WITH APPROX. 75mm

LOOSEN SURFACE SOIL OF PLANTING HOLE

PRUNE (TO SUIT SPECIES) TO REMOVE DAMAGED
BRANCHES FOLLOWING PROPER HORTICULTURAL.
PRACTICES. DO NOT PRUNE LEADER.

MAIN BRANCH WITH STEEL T-BAR, 38x38x2440mm
LONG, SECURED WITH 1.5mm DIA. GALVANIZED GUY
WIRE IN 12.7mm DIA. BLACK RUBBER HOSE WRAPPED
AROUND MAIN TRUNK. PAINT T-BAR FLAT BLACK.

CUT AND REMOVE BURLAP FROM TOP

75mm SHREDDED PINE BARK MULCH (S.P.M. BY
GRO-BARK LTD. OR CANADA RED MULCH BY ALL-
TREAT FARMS LTD.) OR APPROVED ALTERNATE.

REMOVE SHRUBS FROM POTS.

STAKE MULTI-STEMMED SPECIMEN SHRUBS AT

PLANT SHRUBS SLIGHTLY HIGHER THAN
SPACE SHRUBS IN STAGGERED ROWS.
SEE PLANT LIST FOR SPACING.

BORE TO IT'S PREVIOUSLY EXISTING GRADE.
PLANT TREE 50-100mm ABOVE DESIRED GRADE

PLACE ROOTBALL ON UNDISTURBED SOIL

ADD SANDY LOAM SOIL IF ADDITIONAL BACKFILL IS REQUIRED.

scale: N.T.S.

ADJACENT GRADE.

SETTLEMENT.

1.

2.

NOTE:

3.

1 PART PEAT MOSS.

BACKFILLED CAREFULLY TO PREVENT ROOT DAMAGE.

SPECIMEN MULTI-STEM & MASS SHRUB PLANTING

SHRUBS SPECIFIED BARE ROOTS (B.R.) TO BE PLANTED SO THAT ROOTS ARE PLACED NATURALLY WITH SOIL MIX

PLANTING SOIL MIX (MIXED THOROUGHLY) 6 PARTS GOOD QUALITY TOPOSOIL, TWO PARTS WELL ROTTED COW MANURE,

PROVIDE 100mm HIGH EARTH SAUCER AROUND SHRUB BED WITH 100mm WIDE SMOOTH BED EDGE TO RETAIN MULCH.

SCARIFY SUBGRADE OF PLANTING BED
PLANTING SOIL MIX: LIGHTLY COMPACT AND WATER
WELL TO ELIMINATE AIR POCKETS AND PREVENT

GRO-BARK LTD. OR CANADA RED MULCH BY ALL-
TREAT FARMS LTD.) OR APPROVED ALTERNATE.

OF SHREDDED PINE BARK MULCH (S.P.M. BY
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EROSION CONTROL MAT TO
BE CONTINUOUS THROUGHOUT
PLANTING BED; HALF O.C.
SPACING FROM ALL EDGES;
INSTALL WITH PLANT MATERIAL
AS PER MANUFACTURER'S
SPECIFICATIONS

CREATE SAUCER AROUND
PLANT MATERIAL AND ON
DOWNWARD SIDE

POTTED
ROOTBALL
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