
250mm PIPE OUTLET
INLET CONTROL DEVICE
INV = 61.20

REINFORCED CONCRETE
STORMWATER DETENTION TANK
GROSS VOLUME = 69m3

OVERALL HEIGHT = 3.7m
TANK BOTTOM INV = 58.50
TANK TOP ELEV. = 62.20

3.00m

6.20m

2.0%

2.0%

2.0%

PIPE OUTLET

PROPOSED ELEVATION

PROPOSED SLOPE DIRECTION

CONCRETE WALL

LEGEND

56.00

A
C104

DUAL STORMWATER PUMPS,
STATIC HEAD=4.5m
MAX FLOW RATE =4.1l/s
REFER TO MECHANICAL FOR DETAILS

A'
C104

- 40mm HL3 OR SP12.5 PG 58-34 ASPHALT
- 50mm HL8 OR SP19.0 PG 58-34 ASPHALT
- 150mm GRANULAR 'A' MEETING OPSS 1010 SPECIFICATION

COMPACTED TO 98% SPMDD
- 450mm GRANULAR 'B' TYPE II MEETING OPSS 1010

SPECIFICATION COMPACTED TO 98% SPMDD

- 50mm HL3 OR SP12.5 PG 58-34 ASPHALT
- 150mm GRANULAR 'A' MEETING OPSS 1010

SPECIFICATION COMPACTED TO 98% SPMDD
- 300mm GRANULAR 'B' TYPE II MEETING OPSS 1010

SPECIFICATION COMPACTED TO 98% SPMDD

COMPACTED OR UNDISTURBED
SUBGRADE APPROVED BY
GEOTECHNICAL ENGINEER COMPACTED OR UNDISTURBED

SUBGRADE APPROVED BY
GEOTECHNICAL ENGINEER

- 200mm PORTLAND CEMENT CONCRETE REINFORCED WITH MESH
- 150mm GRANULAR 'A' MEETING OPSS 1010 SPECIFICATION

COMPACTED TO 98% SPMDD
- 450mm GRANULAR 'B' TYPE II MEETING OPSS 1010

SPECIFICATION COMPACTED TO 98% SPMDD

- 200mm PORTLAND CEMENT CONCRETE
- 150mm GRANULAR 'A' MEETING OPSS 1010

SPECIFICATION COMPACTED TO 98% SPMDD
- 300mm GRANULAR 'B' TYPE II MEETING OPSS 1010

SPECIFICATION COMPACTED TO 98% SPMDD

COMPACTED OR UNDISTURBED
SUBGRADE APPROVED BY
GEOTECHNICAL ENGINEER COMPACTED OR UNDISTURBED

SUBGRADE APPROVED BY
GEOTECHNICAL ENGINEER

HWL 100 YEAR
ELEV.  59.85

HWL 5 YEAR
ELEV.  58.72

STORMWATER PUMP SUMP PIT
REFER TO MECHANICALSECTION A-A'

6.20m

3.70m

BOTTOM OF TANK
ELEV.  58.50

BOTTOM SLOPED AT
2% GRADE

2.0%

TOP OF CISTERN
ELEV.  62.20

CONTRACTOR MUST CHECK & VERIFY ALL DIMENSIONS ON THE JOB.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED DOCUMENTS ARE THE
COPYRIGHT PROPERTY OF THE ARCHITECT AND MUST BE RETURNED UPON

REQUEST. REPRODUCTION OF DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS IN PART OR IN WHOLE IS FORBIDDEN WITHOUT THE

WRITTENPERMISSION OF THE ARCHITECT.

THIS DRAWING IS NOT TO BE USED FOR CONSTRUCTION UNTIL SIGNED BY
THE ARCHITECT.
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LIGHT DUTY CONCRETE
N.T.S.

HEAVY DUTY CONCRETE
N.T.S.

LIGHT DUTY PAVEMENT
N.T.S.

HEAVY DUTY PAVEMENT
N.T.S.

0 2023 MAR 22 ISSUED FOR SITE PLAN APPROVAL
1 2023 MAY 12 ISSUED FOR 100% SCHEMATIC

DESIGN
2 2023 MAY 18 ISSUED FOR REZONING AND SITE
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#1

3 2023 JUL 13 ISSUED FOR SITE PLAN CONTROL -
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