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Contractor shall check all dimensions on the work and report any
discrepancy to the Landscape Architect before proceeding.  All
drawings and specifications are the property of the Landscape
Architect and must be returned at the completion of the work.  This
drawing is not to be used for construction until signed by the
Landscape Architect.
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1. ALL DIMENSIONS IN MILLIMETERS UNLESS SPECIFIED
OTHERWISE. DO NOT SCALE DRAWING. ALL DRAWINGS TO BE
READ IN CONJUNCTION WITH WRITTEN SPECIFICATIONS.

2. THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION UNTIL
SIGNED BY THE LANDSCAPE ARCHITECT. IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO:
· CHECK AND VERIFY ALL DIMENSIONS ON SITE
· REPORT ALL ERRORS AND/OR OMISSIONS TO THE

CONTRACT ADMINISTRATOR
· COMPLY WITH ALL PERTINENT CODES AND BY-LAWS
· CHECK AND VERIFY LOCATIONS OF ALL UNDERGROUND

SERVICES WITH ALL LOCAL UTILITIES PRIOR TO ANY
DIGGING

3. ANY AREAS BEYOND THE LIMIT OF THE SITE DISTURBED DURING
CONSTRUCTION SHALL BE RESTORED TO ORIGINAL CONDITION
OR BETTER TO THE SATISFACTION OF THE AUTHORITY HAVING
JURISDICTION AT THE CONTRACTOR'S EXPENSE.

4. ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH THE
'OCCUPATIONAL HEALTH AND SAFETY ACT AND REGULATIONS
FOR CONSTRUCTION PROJECTS.' THE GENERAL CONTRACTOR
SHALL BE DEEMED TO BE THE 'CONSTRUCTOR' AS DEFINED IN
THE ACT.

5. THERE WILL BE NO SUBSTITUTION OF MATERIALS UNLESS PRIOR
WRITTEN APPROVAL IS RECEIVED FROM THE CONTRACT
ADMINISTRATOR.

6. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL
PERMITS REQUIRED AND TO BEAR THE COST OF THE SAME.

7. BENCHMARKS: IT IS THE RESPONSIBILITY OF THE CONTRACTOR
TO VERIFY THAT THE SITE BENCHMARK(S) HAS NOT BEEN
ALTERED OR DISTURBED AND THAT ITS RELATIVE ELEVATION
AND DESCRIPTION AGREES WITH THE INFORMATION DEPICTED
ON THIS PLAN.
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Contractor shall check all dimensions on the work and report any
discrepancy to the Landscape Architect before proceeding.  All
drawings and specifications are the property of the Landscape
Architect and must be returned at the completion of the work.  This
drawing is not to be used for construction until signed by the
Landscape Architect.
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Contractor shall check all dimensions on the work and report any
discrepancy to the Landscape Architect before proceeding.  All
drawings and specifications are the property of the Landscape
Architect and must be returned at the completion of the work.  This
drawing is not to be used for construction until signed by the
Landscape Architect.

City Approval Stamp

Date
Scale
Drawn
Checked
Job No.

Sheet2023-02-03
1:250
JC/SC
SC
23-015

L3.0

Project

265 CATHERINE STREET
OTTAWA ONTARIO

Title

PLANTING PLAN
GROUND FLOOR

N

1 28 5  W E LL I N G TO N  S T RE E T ,  O T TA WA ,  O N  K 1 Y  3 A 8  C A N A D A
T  6 1 3 . 2 3 7 . 2 3 4 5                N A K D E S I G N S T R A T E G I E S . C O M

Revision
No. Description Date

1 Issued for Site Plan Approval 23-05-15
-
-
-
-
-
-

GENERAL NOTES:

1. ALL DIMENSIONS IN MILLIMETERS UNLESS SPECIFIED
OTHERWISE. DO NOT SCALE DRAWING. ALL DRAWINGS TO BE
READ IN CONJUNCTION WITH WRITTEN SPECIFICATIONS.

2. THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION UNTIL
SIGNED BY THE LANDSCAPE ARCHITECT. IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO:
· CHECK AND VERIFY ALL DIMENSIONS ON SITE
· REPORT ALL ERRORS AND/OR OMISSIONS TO THE

CONTRACT ADMINISTRATOR
· COMPLY WITH ALL PERTINENT CODES AND BY-LAWS
· CHECK AND VERIFY LOCATIONS OF ALL UNDERGROUND

SERVICES WITH ALL LOCAL UTILITIES PRIOR TO ANY
DIGGING

3. ANY AREAS BEYOND THE LIMIT OF THE SITE DISTURBED DURING
CONSTRUCTION SHALL BE RESTORED TO ORIGINAL CONDITION
OR BETTER TO THE SATISFACTION OF THE AUTHORITY HAVING
JURISDICTION AT THE CONTRACTOR'S EXPENSE.

4. ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH THE
'OCCUPATIONAL HEALTH AND SAFETY ACT AND REGULATIONS
FOR CONSTRUCTION PROJECTS.' THE GENERAL CONTRACTOR
SHALL BE DEEMED TO BE THE 'CONSTRUCTOR' AS DEFINED IN
THE ACT.

5. THERE WILL BE NO SUBSTITUTION OF MATERIALS UNLESS PRIOR
WRITTEN APPROVAL IS RECEIVED FROM THE CONTRACT
ADMINISTRATOR.

6. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL
PERMITS REQUIRED AND TO BEAR THE COST OF THE SAME.

7. BENCHMARKS: IT IS THE RESPONSIBILITY OF THE CONTRACTOR
TO VERIFY THAT THE SITE BENCHMARK(S) HAS NOT BEEN
ALTERED OR DISTURBED AND THAT ITS RELATIVE ELEVATION
AND DESCRIPTION AGREES WITH THE INFORMATION DEPICTED
ON THIS PLAN.

 PLANT LIST

KEY BOTANICAL NAME COMMON NAME QUANTITY SIZE REMARKS

DECIDUOUS TREES - LARGE (15-30M HEIGHT)

AH AESCULUS HIPPOCASTANUM HORSECHESNUT TREE 1 50mm B&B

AR ACER RUBRUM RED MAPLE 9 50mm B&B

CC CARYA CORDIFORMIS BITTERNUT HICKORY 2 50mm B&B

CO CELTIS OCCIDENTALIS COMMON HACKBERRY 6 50mm B&B

GS GLEDITSIA TRIACANTHOS VAR. INERMIS HONEYLOCUST 9 50mm B&B

QM QUERCUS MACROCARPA BUR OAK 8 50mm B&B

QR QUERCUS RUBRA RED OAK 1 50mm B&B

TC TILIA CORDATA CORINTHIAN CORINTHIAN LINDEN 4 50mm B&B

UA ULMUS AMERICANA 'VALLEY FORGE' VALLEY FORGE ELM 6 50mm B&B
DECIDUOUS TREES - MEDIUM (8-14M HEIGHT)

OV OSTRYA VIRGINIANA IRONWOOD 7 50mm B&B
DECIDUOUS TREES - SMALL (6-8M HEIGHT)

AA ACER CAMPESTRE HEDGE MAPLE 4 50mm B&B

AC AMELANCHIER CANADENSIS SERVICEBERRY 7 50mm B&B

AM ARONIA MELANOCARPA CHOKEBERRY 10 50mm B&B

AT ACER TATARICUM TATARIAN MAPLE 14 50mm B&B

CE CERCIS CANADENSIS EASTERN REDBUD 1 50mm B&B

SR SYRINGA RETICULATA JAPANESE LILAC 8 50mm B&B

PP PRUNUS PENSYLVANICA PIN CHERRY 6 50mm B&B

BP BETULA PAPYRIFERA PAPER BIRCH 4 50mm B&B
CONIFEROUS TREES - SMALL (1.2M TYPICAL HEIGHT)

PC PICEA GLAUCA WHITE SPRUCE 5 B&B

PS PINUS STROBUS EASTERN WHITE PINE 3 B&B

 PLANT LIST

KEY BOTANICAL NAME COMMON NAME QUANTITY SIZE REMARKS

SHRUB AND PERENNIAL PLANTING PALETTE TYPE 01 - AMENITY

SHRUBS

IV ILEX VERTICULATA WINTERBERRY 3 GAL. POTTED

RA RIBES AUREUM GOLDEN CURRANT 3 GAL. POTTED

SA SPIRAEA ALBA MEADOWSWEET 3 GAL. POTTED

ST SPIRAEA TOMENTOSA STEEPLEBUSH 3 GAL. POTTED

PERENNIALS

AL ARTEMESIA LUDOVICIANA SAGEBRUSH 1 GAL. POTTED

CC CORNUS CANADENSIS BUNCHBERRY 1 GAL. POTTED

CP COMPTONIA PEREGRINA SWEETFERN 1 GAL. POTTED

EH EQUISETUM HYEMALE SCOURING RUSH 1 GAL. POTTED

EM EUPATORIUM MACULATUM JOE PYE WEED 1 GAL. POTTED

FV FRAGARIA VIGINIANA COMMON STRAWBERRY 1 GAL. POTTED

GM GERANIUM MACULATUM WILD GERANIUM 1 GAL. POTTED

GP GAULTHERIA PROCUMBENS WINTERGREEN 1 GAL. POTTED

MS MATTEUCCIA STRUTHIOPTRIS OSTRICH FERN 1 GAL. POTTED

SR SMILANCIA RACEMOSA FALSE SOLOMANS SEAL 1 GAL. POTTED

SHRUB AND PERENNIAL PLANTING PALETTE TYPE 02 - RIGHT OF WAY

SHRUBS

JS JUNIPERUS SABINA TAMARISCIFOLIA TAMAIX SAVIN JUNIPER 3 GAL. POTTED

RG RHUS AROMATICA GRO-LOW GRO-LOW SUMAC 3 GAL. POTTED

SS SORBARIA SORBIFOLIA SEM SEM FALSE SPIRAEA 3 GAL. POTTED

ST SPIRAEA TOMENTOSA STEEPLEBUSH 3 GAL. POTTED

PERENNIALS

BC BOUTELOUA CURTIPENDULA SIDEOATS GRAMA 1 GAL. POTTED

CC CALAMAGROSTIS CANADENSIS CANADA BLUEJOINT 1 GAL. POTTED

HH HELIOPSIS HELIANTHOIDES FALSE SUNFLOWER 1 GAL. POTTED

GM GERANIUM MACULATUM WILD GERANIUM 1 GAL. POTTED

MF MONARDA FITULOSA WILD BERGAMOT 1 GAL. POTTED

RL RUDEBEKIA LACINIATA CUTLEAF CONEFLOWER 1 GAL. POTTED

SH SPOROBOLUS HETEROLEPIS PRAIRIE DROPSEED 1 GAL. POTTED
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CATHERINE STREET

SHADE STRUCTUREGREEN ROOF
PLANTING (TYP)

OPEN LAWN, FREE PLAY

UNIT PAVING (TYP)

STABILIZED CRUSHED
GRANITE SURFACE

WALKING CIRCUIT

INFORMAL LOUNGE
SEATING, FIRE FEATURE(S)

GREEN ROOF
PLANTING (TYP)

SHADE STRUCTURE

GREEN ROOF
PLANTING (TYP)

WALKING CIRCUIT

GREEN ROOF
PLANTING (TYP)

FITNESS / EXERCISE AREA

LARGE PLANTER WITH
TREE FORM SHRUB (TYP)

LARGE PLANTER WITH
TREE FORM SHRUB (TYP)

LARGE PLANTER WITH
TREE FORM SHRUB (TYP)

HAMMOCK / LOUNGE
SEATING

ACCENT PAVING

GREEN ROOF
PLANTING (TYP)

BOARDWALK STYLE PAVING

SUNBATHING AREA WITH UMBRELLAS
· FURNITURE BY OTHERS

SHADE STRUCTURE

GAMES COURT / ACTIVE SPACE
· GAMES TABLES
· LINE PAINTING
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NOISE / WIND BARRIER
· REFER TO

ARCHITECTURAL

NOISE / WIND BARRIER
· REFER TO

ARCHITECTURAL

N

Contractor shall check all dimensions on the work and report any
discrepancy to the Landscape Architect before proceeding.  All
drawings and specifications are the property of the Landscape
Architect and must be returned at the completion of the work.  This
drawing is not to be used for construction until signed by the
Landscape Architect.
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Revision
No. Description Date

1 Issued for Coordination 23-05-08

-
-
-
-
-

2 Issued for Site Plan Approval 23-05-15

GENERAL NOTES:

1. ALL DIMENSIONS IN MILLIMETERS UNLESS SPECIFIED
OTHERWISE. DO NOT SCALE DRAWING. ALL DRAWINGS TO BE
READ IN CONJUNCTION WITH WRITTEN SPECIFICATIONS.

2. THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION UNTIL
SIGNED BY THE LANDSCAPE ARCHITECT. IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO:
· CHECK AND VERIFY ALL DIMENSIONS ON SITE
· REPORT ALL ERRORS AND/OR OMISSIONS TO THE

CONTRACT ADMINISTRATOR
· COMPLY WITH ALL PERTINENT CODES AND BY-LAWS
· CHECK AND VERIFY LOCATIONS OF ALL UNDERGROUND

SERVICES WITH ALL LOCAL UTILITIES PRIOR TO ANY
DIGGING

3. ANY AREAS BEYOND THE LIMIT OF THE SITE DISTURBED DURING
CONSTRUCTION SHALL BE RESTORED TO ORIGINAL CONDITION
OR BETTER TO THE SATISFACTION OF THE AUTHORITY HAVING
JURISDICTION AT THE CONTRACTOR'S EXPENSE.

4. ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH THE
'OCCUPATIONAL HEALTH AND SAFETY ACT AND REGULATIONS
FOR CONSTRUCTION PROJECTS.' THE GENERAL CONTRACTOR
SHALL BE DEEMED TO BE THE 'CONSTRUCTOR' AS DEFINED IN
THE ACT.

5. THERE WILL BE NO SUBSTITUTION OF MATERIALS UNLESS PRIOR
WRITTEN APPROVAL IS RECEIVED FROM THE CONTRACT
ADMINISTRATOR.

6. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL
PERMITS REQUIRED AND TO BEAR THE COST OF THE SAME.

7. BENCHMARKS: IT IS THE RESPONSIBILITY OF THE CONTRACTOR
TO VERIFY THAT THE SITE BENCHMARK(S) HAS NOT BEEN
ALTERED OR DISTURBED AND THAT ITS RELATIVE ELEVATION
AND DESCRIPTION AGREES WITH THE INFORMATION DEPICTED
ON THIS PLAN.
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CAST-IN-PLACE CONCRETE CURB
• 15mm RADIUS ON TOP EDGES

1
5
0

150

REFER TO LAYOUT FOR
ADJACENT PAVEMENTS

ROOF ASSEMBLY
· REFER TO ARCHITECTURAL

STRUTURAL SLAB

GRANULAR 'A' COMPACTED
TO 98% SPD

2X 10M CONTINUOUS REBAR
· MIN 75mm COVER

1
5
0

M
IN

150
MIN

M
IN

. 
1
0
0
0

3- 50x50x2400 LG. WOOD

STAKES SPACED EQUALLY

(TRIPOD METHOD) SECURED

WITH 1.5mm DIA. GALVANIZED

WIRE THREADED THROUGH

RUBBER HOSE TO SUPPORT TREE.

(ONLY IF REQUIRED)

75mm SHREDDED MULCH

AS PER SPECIFICATIONS

TOPSOIL MIX, LIGHTLY COMPACT

TO AND WATER WELL TO

ELIMINATE AIR POCKETS AND

PREVENT SETTLEMENT

NOTES:

1. REMOVE STAKES AND RODENT GUARD AFTER ONE YEAR OR

          UNTIL TAKEOVER, UNLESS OTHERWISE DIRECTED BY THE LANDSCAPE ARCHITECT.

2. TOPSOIL MIXTURE AND SHREDDED MULCH AS PER SPECIFICATION

3. REMOVE TREE WRAP AFTER PLANTING

4. CALIPER TO BE MEASURED AT THE BASE OF TREE AT ROOT BALL.

1
8
0
0
 C

LE
A

R
 S

T
E
M

FINISH GRADE

CONSTRUCT 100mm SAUCER

AROUND TREE BASE

M
IN

. 
1
0
0
0

TOPSOIL MIX, LIGHTLY COMPACT TO

AND WATER WELL TO ELIMINATE AIR

POCKETS AND PREVENT SETTLEMENT

ROOT COLLAR TO BE SET 100mm

ABOVE FINISHED GRADE

3- 50x50x2400 LG. WOOD STAKES

SPACED EQUALLY (TRIPOD
METHOD) SECURED WITH 1.5mm
DIA. GALVANIZED WIRE
THREADED THROUGH RUBBER
HOSE TO SUPPORT TREE.

(ONLY IF REQUIRED)

REMOVE DAMAGED OR

OBJECTIONABLE BRANCHES,

FOLLOW THE MOST RECENT

CANADIAN NURSERY & TRADES

ASSOCIATION PRACTICE. DO

NOT PRUNE LEADER. PRUNE ONLY

WHEN TREE IS DORMANT.

75mm SHREDDED MULCH

AS PER SPECIFICATIONS

NOTES:

1. REMOVE STAKES AFTER ONE YEAR OR UNTIL TAKEOVER UNLESS
OTHERWISE DIRECTED BY THE LANDSCAPE ARCHITECT.

2. TOPSOIL MIXTURE AND SHREDDED MULCH AS PER SPECIFICATION.

FINISH GRADE

CONSTRUCT 100mm

SAUCER AROUND TREE BASE

Contractor shall check all dimensions on the work and report any
discrepancy to the Landscape Architect before proceeding.  All
drawings and specifications are the property of the Landscape
Architect and must be returned at the completion of the work.  This
drawing is not to be used for construction until signed by the
Landscape Architect.
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DETAILS
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Revision

No. Description Date

1 Issued for Site Plan Approval 23-05-15

-

-

-

-

-

-

-
DECIDUOUS TREE PLANTING (ONE STAKE W/ARBOR TIES)

N.T.S.

1
8
0
0
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LE
A

R
 S

T
E
M

FINISH GRADE

NOTES:

1. REMOVE STAKE AFTER ONE YEAR OR UNTIL TAKEOVER, UNLESS OTHERWISE
DIRECTED BY THE LANDSCAPE ARCHITECT.

2. TOPSOIL MIXTURE AND SHREDDED MULCH AS PER SPECIFICATION
3. REMOVE TREE WRAP AFTER PLANTING
4. CALIPER TO BE MEASURED AT THE BASE OF TREE AT ROOT BALL.

COMPACTED SUBGRADE

TOPSOIL MIX, LIGHTLY COMPACT AND
WATER WELL TO ELIMINATE AIR POCKETS
AND PREVENT SETTLEMENT

CUT AND REMOVE BURLAP AND WIRE

BASKET FROM TOP 2/3 OF ROOT BALL
WITHOUT DISTURBING ROOTS

SCARIFY SURFACE OF SUBGRADE
PRIOR TO PLANTING

ROOT COLLAR TO BE SET 100mm
ABOVE FINISHED GRADE

CONSTRUCT 100mm SAUCER AROUND
TREE BASE

75mm SHREDDED MULCH AS
PER SPECIFICATIONS

APPLY 450mm MINIMUM FLEXIBLE
PLASTIC RODENT COLLAR

STAKE BEYOND EDGE OF ROOT BALL USING

ONE (1) STAKES 2400mm (MIN) LONG.
SECURE AROUND TRUNK AND MAIN
BRANCHES IN THE DIRECTION OF
PREVAILING WIND WITH ARBOR TIES.
TIES SHOULD BE WOUND TIGHTLY AND
SECURELY.

REMOVE DAMAGED OR OBJECTIONABLE
BRANCHES, FOLLOW THE MOST RECENT
CANADIAN NURSERY & TRADES
ASSOCIATION PRACTICE.  DO NOT PRUNE
LEADER.

1800

2
0
0

M
IN

.

300

M
IN

.

NOTES:

1. PAVERS REFER TO SPECIFICATIONS. PAVERS SHALL BE INSTALLED IN STRICT ACCORDANCE WITH THE
MANUFACTURER'S RECOMMENDATIONS WITH TIGHT BUTT JOINTS OF APPROXIMATELY 3MM, ON A SAND
BASE. SAW CUT PAVERS AS REQUIRED. USE AN APPROVED VIBRATORY COMPACTOR IN A CIRCULAR
PATTERN.

2. ALL DAMAGED OR CHIPPED PAVERS MUST BE REPLACED AT THE CONTRACTOR'S COST.
3. EXCAVATE AND REMOVE ALL TOPSOIL AND UNSTABLE MATERIALS OFF SITE. SUBGRADE TO BE GRADED TO

SIMILAR CONTOURS AS FINISH GRADE. COMPACT SUBGRADE TO 95% S.P.D. PLACE 200MM LAYER OF
GRANULAR 'A' COMPACTED TO 100% S.P.D.

4. PLACE MAXIMUM 25MM UNCOMPACTED SAND FOR LEVELLING COURSE.
5. INSTALL PER UNITS IN THE PATTERN SPECIFIED PER MANUFACTURER'S PATTERN RECOMMENDATION AND

SPECIFICATIONS.
6. RETAIN EDGING WITH RIGID, HEAVY DUTY PAVER EDGE RESTRAINTS AS PER SPECIFICATIONS.
7. ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE.

3mm JOINTS, BRUSH CLEAN
SHARP SAND INTO JOINTS

80mm PAVER UNIT, FOR TYPE
AND PATTERN REFER TO PLAN
AND SPECIFICATIONS

200mm MIN. DEPTH OF GRANULAR 'A'
COMPACTED TO 100% S.P.D.

GEOTEXTILE FABRIC

25mm LEVELLING BED OF
COARSE SAND

SUBGRADE COMPACTED TO 95% S.P.D.

RIGID HEAVY DUTY EDGE RESTRAINT
WITH SPIKE FIRMLY ANCHORED IN
COMPACTED BASE

REFER TO PLAN FOR ADJACENT
SURFACE

FINISH
GRADE

2
VEHICULAR UNIT PAVING

N.T.S.

NOTES:

1. FOR PAVER TYPE REFER TO SPECIFICATIONS. PAVERS SHALL BE INSTALLED IN STRICT ACCORDANCE WITH
THE MANUFACTURER'S RECOMMENDATIONS WITH TIGHT BUTT JOINTS OF APPROXIMATELY 3mm, ON A
SAND BASE. SAW CUT PAVERS AS REQUIRED. USE AN APPROVED VIBRATORY COMPACTOR IN A CIRCULAR
PATTERN.

2. ALL DAMAGED OR CHIPPED PAVERS MUST BE REPLACED AT THE CONTRACTOR'S COST.
3. EXCAVATE AND REMOVE ALL TOPSOIL AND UNSTABLE MATERIALS OFF SITE. SUBGRADE TO BE GRADED TO

SIMILAR CONTOURS AS FINISH GRADE. COMPACT SUBGRADE TO 95% S.P.D. PLACE 150mm LAYER OF
GRANULAR 'A' COMPACTED TO 100% S.P.D.

4. PLACE MAXIMUM 25mm UNCOMPACTED SAND FOR LEVELLING COURSE.
5. INSTALL PAVING UNITS IN THE PATTERN AS SPECIFIED PER MANUFACTURER'S PATTERN

RECOMMENDATION AND SPECIFICATIONS.
6. RETAIN EDGING WITH RIGID PAVER EDGE RESTRAINTS AS PER SPECIFICATIONS.

FINISH
GRADE

150mm MIN. DEPTH OF GRANULAR 'A'
COMPACTED TO 100% S.P.D.

GEOTEXTILE FABRIC

SUBGRADE COMPACTED TO 95% S.P.D.

3mm JOINTS, BRUSH
CLEAN SHARP SAND
INTO JOINTS

UNIT PAVERS, FOR TYPE
AND PATTERN REFER TO
PLAN AND SPECIFICATIONS

25mm LEVELLING BED
OF COARSE SAND

RIGID EDGE RESTRAINT WITH SPIKE
FIRMLY ANCHORED IN COMPACTED
BASE

REFER TO PLAN FOR ADJACENT
SURFACE

3
PEDESTRIAN  UNIT PAVING

N.T.S.

COMPACTED SUBGRADE @ 98% S.P.D.

STABILIZED CRUSHED GRANITE
COMPACTED DEPTH TO 98%

S.P.D. 45 DEGREE ANGLE EDGES

GRANULAR 'A' WITH 45 DEGREE
ANGLE EDGES EXTENDING

150mm MIN. BEYOND SCREENINGS

COMPACTED TO 100% S.P.D.

SEED OR SOD
ON 100mm

MIN. TOPSOIL

PROVIDE POSITIVE
DRAINAGE OFF PATH

1% MIN. - 2% MAX. SLOPE
FINISH
GRADE

1
0
0

1
5
0

150

MAY REQUIRE FILTER FABRIC DEPENDING
ON SOIL CONDITIONS TO BE VERIFIED BY

LANDSCAPE ARCHITECT

NOTES:

1. FILTER FABRIC SHALL BE APPROVED NON-WOVEN CLASS 1 GEOTEXTILE AS PER MS-22.15 WHEN
WARRANTED BY SOIL CONDITION, SUBJECT TO APPROVAL BY THE LANDSCAPE ARCHITECT.

1
CRUSHED GRANITE PATH

N.T.S.

NOTES:

1. TOPSOIL MIXTURE AND SHREDDED MULCH AS PER SPECIFICATION.

2. SHRUBS SPECIFIED BARE ROOT (B.R.) TO BE PLANTED SO THAT ROOTS ARE FULLY EXTENDED IN
PLANTING HOLE WITH SOIL MIX BACKFILLED CAREFULLY TO PREVENT ROOT DAMAGE.

3. PROVIDE 100mm HIGH EARTH SAUCER AROUND SHRUB BED.
4. STAKES TO BE REMOVED AFTER ONE YEAR OR UNTIL TAKEOVER UNLESS OTHERWISE DIRECTED BY

LANDSCAPE ARCHITECT.

4
5
0

M
IN

2
0
0

VARIES
WITH SPECIES

SCARIFY SUBGRADE SURFACE OF
PLANTING BED PRIOR TO PLANTING

TOPSOIL MIX, LIGHTLY COMPACT ADD WATER TO
WELL TO ELIMINATE AIR POCKETS AND PREVENT
SETTLEMENT

REMOVE POTS COMPLETELY FROM POTTED
STOCK OR CUT AND REMOVE BURLAP AND

WIRE FROM TOP 2/3 OF ROOT BALL

75mm DEPTH SHREDDED MULCH. PULL BACK MULCH
FROM BASE OF SHRUBS. ENSURE THAT MULCH COVERS
ALL EXPOSED SOIL

STAKE BEYOND EDGE OF ROOT BALL USING ONE (1) STAKES
2400mm (MIN) LONG. SECURE WITH NO.12 GALVANIZED
WIRE ENCASE IN 12mm DIAMETER RUBBER HOSE, ALLOWING
SLACK IN GALVANIZED WIRE

REMOVE DAMAGED OR OBJECTIONABLE BRANCHES, FOLLOW
THE MOST RECENT CANADIAN NURSERY & TRADES
ASSOCIATION PRACTICE.  DO NOT PRUNE LEADER

CUT AND REMOVE
BURLAP AND WIRE
BASKET FROM TOP

2/3 OF ROOT BALL

REMOVE POTS COMPLETELY FROM POTTED
STOCK OR CUT AND REMOVE BURLAP AND WIRE
FROM TOP 2/3 OF ROOT BALL

75mm  SHREDDED MULCH,
PULL BACK MULCH FROM
BASE OF PLANT.  ENSURE
THAT MULCH COVERS ALL
EXPOSED SOIL

PLANT  PERENNIALS AND
GRASSES 25mm HIGHER
THAN ADJACENT GRADE

TOPSOIL MIX, LIGHTLY COMPACT TO ELIMINATE AIR
POCKETS AND PREVENT SETTLEMENT

NOTES:

1. TOPSOIL MIXTURE AND SHREDDED MULCH AS PER SPECIFICATION.
2. PROVIDE 100mm HIGH EARTH SAUCER AROUND PERENNIAL/GRASS BED.

SCARIFY SUBGRADE SURFACE OF
PLANTING BED PRIOR TO PLANTING

CONTRUCT 100mm
SAUCER AROUND
PERENNIAL /  GRASS BED

FINISH
GRADE

COMPACTED SUBGRADE

4
5
0

M
IN

VARIES
WITH SPECIES

4
BENCH MOUNTING ON UNIT PAVING WITH CONCRETE PAD

N.T.S.

COMPACTED SUBGRADE 98%
S.P.D. FOR FILL AREAS, 95%
S.P.D. FOR CUT AREAS

GRANULAR 'A' BASE
COMPACTED AS PER
SPECIFICATION

GEOTEXTILE

NOTES:

1. FILTER FABRIC SHALL BE APPROVED NON-WOVEN CLASS 1 GEOTEXTILE AS PER MS-22.25 WHEN
WARRANTED BY SOIL CONDITION, SUBJECT TO APPROVAL BY THE LANDSCAPE ARCHITECT

2. GRANULAR 'A' SHALL MEET THE REQUIREMENTS OF OPSS 1010.

CONCRETE PAD BASE AS
PER SPECIFICATION

UNIT PAVING AS PER
SPECIFICATION

BENCH LEGS AS PER
SPECIFICATION

1
2
5

1
5
0

9
5

DISTANCE BETWEEN
BENCH LEGS

25mm LEVELLING BED
OF COARSE SAND

10mm  THREADED
STAINLESS STEEL
ANCHOR BOLT, DRILL
& SECURE WITH
EPOXY ADHESIVE

TAMPER-PROOF NUT

PEEN THREADED END
OF ANCHOR ROD

1
5
0

150

-
PERENNIAL AND ORNAMENTAL GRASS PLANTING

N.T.S.

5
CONCRETE PLANTER CURB

N.T.S.

- CONIFEROUS TREE PLANTING (ONE STAKE W/ARBOR TIES)

N.T.S.

300
MIN VARIES

300
MIN

1
5
0

M
IN

V
A

R
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S
5
0

2
/3

1
/3

1
0
0
0
m

m
 D

E
P

T
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NOTES:

1. REMOVE STAKE AFTER ONE YEAR OR UNTIL TAKEOVER UNLESS OTHERWISE
DIRECTED BY THE LANDSCAPE ARCHITECT.

2. TOPSOIL MIXTURE AND SHREDDED MULCH AS PER SPECIFICATION

MIN 150mm TAMPED MOUND
OF PLANTING SOIL TO PREVENT
SETTLEMENT

SCARIFY SURFACE OF SUBGRADE
PRIOR TO PLANTING

CUT AND REMOVE BURLAP AND

WIRE BASKET FROM TOP 1/3 OF
ROOT BALL WITHOUT DISTURBING
ROOTS

TOPSOIL MIX, LIGHTLYCOMPACT
AND WATER WELL TO ELIMINATE
AIR POCKETS AND PREVENT
SETTLEMENT

ROOT COLLAR TO BE SET 100mm
ABOVE FINISHED GRADE

CONSTRUCT 100mm SAUCER
AROUND TREE BASE

75mm SHREDDED MULCH AS PER
SPECIFICATIONS

STAKE BEYOND EDGE OF ROOT BALL

USING ONE (1) STAKE 2400mm
(MIN) LONG. SECURE AROUND
TRUNK AND MAIN BRANCHES IN THE
DIRECTION OF PREVAILING WIND
WITH ARBOR TIES.
TIES SHOULD BE WOUND TIGHTLY
AND SECURELY.

REMOVE DAMAGED OR
OBJECTIONABLE BRANCHES,
FOLLOW THE MOST RECENT
CANADIAN NURSERY & TRADES
ASSOCIATION PRACTICE.  DO NOT
PRUNE LEADER. PRUNE ONLY
WHEN TREE IS DORMANT.

1800

FINISH GRADE

-
DECIDUOUS TREE PLANTING - ON SLAB

N.T.S.
-

CONIFEROUS TREE PLANTING - ON SLAB

N.T.S.

-
SHRUB BED PLANTING

N.T.S.


