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GROUND FLOOR FFE = 72.30
TOP OF BASEMENT SLAB/BASEMENT FFE = 69.41

UNDERSIDE OF RAFT SLAB = 68.42
TOP OF FOUNDATION (TOF)VARIES:
MAX TOF = 72.10, MIN TOF = 71.95
(REFER TO ARCHITECTURAL DWGS.)

PROPOSED RESIDENTIAL DEVELOPMENT
283-285 MCLEOD STREET

REQUIRED ROOFTOP STORAGE=12.70 cu.m.
ROOF RELEASE RATE (100YR)= 1.86 L/sec
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RAISED PLANTING BED
(REFER TO LANDSCAPE PLANS)

AREA DRAIN T/G = 69.25
TO BE CONNECTED TO INTERNAL PLUMBING & DESIGNED
BY THE MECH. CONSULTANT. TO BE MAINTAINED AND
KEPT CLEAN AND FREE OF DEBRIS AT ALL TIMES.

AREA DRAIN T/G = 69.25
TO BE CONNECTED TO INTERNAL PLUMBING &

DESIGNED BY THE MECH. CONSULTANT.
 TO BE MAINTAINED AND KEPT CLEAN AND

FREE OF DEBRIS AT ALL TIMES.

TRENCH DRAIN T/G = 69.36

17.8m-100mmØ STM SERVICE AT MIN. 1.00%
C/W FULL PORT BACKWATER VALVE AS PER S14.

FOR TRENCH DRAIN ONLY
INV @ BLDG=67.12

INV @ CONNECTION= 66.29

LANDSCAPE CB1
(CITY STANDARD S31)

 T/G = 71.25
INV. OUT= 68.92

CB2 c/w VORTEX ICD
AS PER DETAIL S4.1
T/G = 70.99
INV. IN= 68.33
INV. OUT= 67.33

29.3m-250mmØ PERFORATED
PVC STM PIPE AT 2.00%

9.1m-250mmØ STM AT  2.00%

STORM INV. AT
CONNECTION=66.35
PER CITY OF OTTAWA
STANDARD DETAIL S11

LANDSCAPE CB-'T'
(CITY STANDARD S30)
T/G=71.32
INV=68.90

NOTE:
WELL DRAINS TO BE INDIRECTLY
CONNECTED TO WEEPING TILE SYSTEM
BY DISCHARGING TO CLEAR STONE
SLOPED TOWARDS WEEPING TILE.

MIN. WINDOW SILL
ELEV = 71.30

MIN. WINDOW SILL
ELEV = 71.50

LONG RADIUS BEND
PER IPEX #043140
OR EQUIVALENT

100 YEAR PONDING LIMIT

100 YEAR PONDING LIMIT

17.8m-150mmØ STM SERVICE AT MIN. 1.00% C/W FULL PORT
BACKWATER VALVE AS PER S14 AND INTERNAL TESTPORT. REFER TO

BUILDING MEC. FOR INTERNAL PLUMBING DETAILS FOR
FOUNDATION DRAIN, ROOF DRAINS AND AREA DRAINS. CONNECT
CONTROLLED ROOF DRAIN DOWNSTREAM OF BACKWATER VALVE.

SERVICE C/W MANUFACTURED TEE-WYE FITTING.
INV @ BLDG=67.12

INV @ CONNECTION= 66.30

WASTEWATER SAMPLING / INSPECTION CHAMBER
AS PER CITY OF OTTAWA DETAIL  S18.1
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NOT scale the drawing - any errors or omissions shall be reported to

The Copyrights to all designs and drawings are the property of

authorized by Stantec is forbidden.
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PLAN #18721 

1. ROOF TO BE EQUIPPED  WITH RESTRICTED RELEASE ROOF DRAINS FOR ROOFTOP
STORAGE. SCUPPERS TO ALLOW EMERGENCY OVERFLOW OVER 6" (150mm)
STORAGE DEPTH.

REZY PROPERTIES INC.

CENTRETOWN
283-285 McLEOD STREET
OTTAWA, ON, CANADA

STORM DRAINAGE PLAN

160401782

SD-1 36 7

AREA ID
RUNOFF COEFFICIENT

STORM DRAINAGE BOUNDARY

STORM DRAINAGE AREA ha.

DIRECTION OF OVERLAND FLOW

1
0.50 0.90

PROPOSED STORM SEWER

PROPOSED LANDSCAPED CATCHBASIN

N

N

SITE LOCATION

SCHEDULE OF ROOF RELEASE RATES

BUILDING DRAIN TYPE # DRAINS SETTINGS 2YR Head (mm) 100YR Head (mm) 2YR RELEASE RATE (L/s) 100YR RELEASE RATE (L/s)

ROOF-1 WATTS ACCUTROL 1 25% OPEN 87 141 0.83 1.04

ROOF-2 WATTS ACCUTROL 1 25% OPEN 95 145 0.85 1.07

RD

SC APPROXIMATE LOCATION OF
PROPOSED SCUPPER. REFER TO
ARCHITECTURAL PLANS FOR DETAILS.

APPROXIMATE LOCATION OF
PROPOSED ROOF DRAIN. REFER TO
ARCHITECTURAL PLANS FOR DETAILS.

PROPOSED CATCHBASIN

PROPOSED WELL DRAINWD
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