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222 - 7250 KEELE STREET
VAUGHAN, ON. L4K 1Z8

T: (416) 578 8682
DESIGN@WPEENGINEERING.COM

No. Issued Date By

ENGINEERING LTD.

2034

1 2024-07-15

KEY PLAN
N.T.S

SCALE BAR

N

ISSUED FOR SPA MD

2 2024-09-27REVISED COMMENTS MD

PROP. COMMERCIAL
DEVELOPMENT

3075 PALLADIUM DRIVE
CITY OF OTTAWA

CITY FILE NO.D07-12-24-0076

3 2024-12-18REVISED COMMENTS MD

4 2025-06-13REVISED COMMENTS MD

C-02

INTERIM GRADING PLAN

LEGEND

PROPERTY LINE

EXISTING WATER VALVE

EXISTING TREE

ENTRANCE

HYDRANT

PROPOSED CATCH BASIN

PROPOSED CATCHBASIN MANHOLE

100 - YEAR PONDING LIMIT

EMERGENCY FLOW ROUTE FOR THE

STORM ABOVE THE 1:100 EVENT

EXISTING MAJOR MINOR CONTOURS

PROPOSED SPOT ELEVATION

DRAINAGE SLOPE & DIRECTION

PROPOSED COMPOSTED PINE MULCH

OR APPROVED EQUAL

PROPOSED SODDED GRASS  AREA

PROPOSED PRECAST CONCRETE PAVERS

PROPOSED SHRUBS / ORNAMENTAL

GRASSES / PERENNIALS

EXISTING TREE TO REMAIN (REFER

TO TREE CONSERVATION REPORT

PREPARED BY CSW LANDSCAPE

ARCHITECTS LTD. FOR DETAILS)

HEAVY-DUTY ASPHALT

EXISTING ASPHALT REINSTATEMENT

DEPRESSED CURB WITH TWSI

TERRACING (3H:1V MAX.)

PROPOSED DECIDUOUS TREE

APPROX 40 YEAR CANOPY PROJECTION

REQUIRED SOIL VOLUME

PROPOSED STORM MANHOLE

PHASING LIMITS

PROPOSED HYDRANT

*NOTE: ALL EXACT SEWER PIPE INVERTS TO BE VERIFIED IN THE FIELD BY THE CONTRACTOR.

ROOFTOP STORMWATER STORAGE:

ALLOWABLE STORM RELEASE RATE: 22.71

L/S;

5-YR STORM STORAGE VOLUME: 104.98 M3;

100-YR STORM STORAGE VOLUME: 235.64

M3;

NO OF ROOFDRAINS (ZURN Z105): 12

VOLUME PROVIDED: 302.90 M3;

REFER TO MECHANICAL DESIGNS

5 2025-06-18REVISED PER CITY COMMENTS MD

2025-06-18
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