
ADJACENT CURB OR BUILDING

WASHED GRANITE RIVER
STONE RANGING IN SIZE FROM
25mm TO 50mm. MINIMUM
DEPTH OF 140mm; PLACE
TIGHTLY FILLING ALL VOIDS
RIVER STONE SAMPLE TO BE
SUBMITTED FOR REVIEW AND
APPROVAL

ALUMINUM EDGE RESTRAINT
TO BE INSTALLED ADJACENT
TO SOD OR PLANTED AREAS

NONWOVEN FILTER
CLOTH-TERRAFIX
270R OR APPROVED EQUAL

SUBSOIL COMPACTED TO 98%
SPD OR PER GEOTECHNICAL
RECOMMENDATIONS

ADJACENT PAVERS

ALUMINIUM EDGE RESTRAINT

295 AND 355 DESCHÂTELETS AVE.
LANDSCAPE DETAILS

O.C. SPACING AS PER PLAN,
REFER TO PLANT LIST FOR

TYPICAL SPACING
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75mm THICK LAYER OF MULCH. SET
MULCH 50mm FROM BASE. PROVIDE
SAMPLE

100mm RAISED SAUCER
AROUND EXCAVATED
AREA. MULCH IS TO HAVE
A CLEAN DEFINED EDGE

UNDISTURBED SUBGRADE

CUT AND REMOVE BURLAP AND WIRE
BASKET FROM TOP 13 OF ROOT BALL,
DO NOT DISTURB THE ROOT BALL
INTEGRITY. IF POTTED, REMOVE POT
ENTIRELY

PLANTING SOIL AS PER SPECIFICATION

SCARIFY PIT BEFORE PLACING SOIL.
INSTALL FILTER CLOTH BELOW SOIL
IF PLANTING ON CLEAR STONE

PRUNE BRANCHES TO CAREFULLY
REMOVE DEAD, BROKEN, DAMAGED,
AND INTERFERING BRANCHES,
WHILE RETAINING NATURAL FORM
OF PLANT. IF CONIFEROUS, DO NOT
DAMAGE OR CUT LEADER

EXCAVATE CONTINUOUS PLANTING
BED AS SHOWN ON PLAN.

ROOT COLLAR SHALL BE
PLANTED AT OR JUST
ABOVE (100mm MAX)
FINISHED GRADE

BACKFILL PLANTING SOIL IN 150mm
LIFTS. TAMP EACH LIFT TO ELIMINATE
AIR POCKETS AND SETTLEMENT.

SHRUB AND PERENNIAL PLANTING
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NOTE:
THE POSITION OF ALL POLE LINES, CONDUITS,
WATERMAINS, SEWERS AND OTHER
UNDERGROUND AND OVERGROUND UTILITIES AND
STRUCTURES IS NOT NECESSARILY SHOWN ON
THE CONTRACT DRAWINGS, AND WHERE SHOWN,
THE ACCURACY OF THE POSITION OF SUCH
UTILITIES AND STRUCTURES IS NOT GUARANTEED.
BEFORE STARTING WORK, DETERMINE THE EXACT
LOCATION OF ALL SUCH UTILITIES AND
STRUCTURES AND ASSUME ALL LIABILITY FOR
DAMAGE TO THEM.
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Engineers, Planners & Landscape Architects
Suite 200, 240 Michael Cowpland Drive

Ottawa,  Ontario,  Canada  K2M  1P6

Telephone                            (613) 254-9643
Facsimile                              (613) 254-5867
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Andrew K. Boyd, R.P.F.
Consulting Urban Forester

P.O. Box 13593, Kanata,
Ontario, Canada  K2K  1X6

Telephone                            (613) 838-5717
Website                 www.ifsassociate.ca

PRUNE BRANCHES TO CAREFULLY REMOVE
DEAD, BROKEN, DAMAGED, AND INTERFERING
BRANCHES, DOUBLE LEADERS AND NARROW
ANGLE BRANCH UNIONS, WHILE RETAINING
NATURAL FORM OF TREE. DO NOT DAMAGE
OR CUT LEADER

REMOVE TRUNK WRAP FOLLOWING PLANTING.
INSTALL 600mm HT. HARDWARE CLOTH FOR
RODENT GUARD/  TRUNK PROTECTION

STEEL 'T' POST (1800mm LONG) INSTALLED ON
WINDWARD SIDE. USE 2 STAKES WHEN TREE IS
IN EXCESS OF 25mm CALIPER. STAKING SHALL
BE REMOVED ONE YEAR AFTER INSTALLATION

75mm THICK LAYER OF MULCH. SET MULCH
75mm FROM TRUNK. PROVIDE SAMPLE

100mm RAISED SAUCER
AROUND EXCAVATED
AREA. MULCH IS TO HAVE A
CLEAN DEFINED EDGE

UNDISTURBED SUBGRADE
PLANTING PIT

MIN. 3x ROOT BALL DIA.

SOIL PREPARATION AREA TO BE 5x ROOT BALL DIA.
LOOSEN SOIL TO MIN. 300mm DEPTH

ARBORTIE GREEN BY DEEPROOT, OR
APPROVED EQUAL

CUT AND REMOVE BURLAP AND WIRE BASKET
FROM TOP 23  OF ROOT BALL, DO NOT DISTURB
THE ROOT BALL INTEGRITY

TOPSOIL AS PER SPECIFICATION

SCARIFY SIDES OF PIT BEFORE
PLACING SOIL. INSTALL FILTER
CLOTH BELOW  SOIL IF
PLANTING ON CLEAR STONE

ROOT COLLAR
SHALL BE PLANTED
AT OR JUST ABOVE

(100mm MAX)
FINISHED GRADE

STANDARD DECIDUOUS TREE PLANTING

CRITICAL ROOT ZONE
DBH x 10

CRITICAL ROOT ZONE
DBH x 10

2400 OC MAX
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REFER TO THE TREE PROTECTION
NOTES, FOUND ON THE PLANS
AND/ OR REPORT.

PRIOR TO ANY WORK ACTIVITY,
THE PLAN AND THE INSTALLED
FENCE MUST BE APPROVED BY
CITY FORESTRY STAFF.

TREE PROTECTION FENCE SHALL
BE ERECTED TO PROTECT AND
ENCLOSE THE CRITICAL ROOT
ZONE (CRZ = DBH x 10). SEE PLAN
FOR LOCATION.

TREE PROTECTION TO REMAIN IN
PLACE AND BE MAINTAINED IN
GOOD CONDITION UNTIL THE SOD/
SEED IS STARTED; REMOVE FENCE
AT THIS TIME.

TREE PROTECTION FENCING
MUST BE CONSTRUCTED OF RIGID
OR FRAMED MATERIALS. eg.
- MODULOC - STEEL,
- PLYWOOD HOARDING, OR
- SNOW FENCE ON 2x4" FRAME.

POSTS SHALL BE MAX. 2.4m
APART, AND POSTS SHALL BE
SECURED TO PREVENT
ALTERATIONS TO THE FENCE
LOCATION.

ALL SUPPORTS AND BRACING
MUST BE PLACED OUTSIDE OF
THE CRZ, AND INSTALLATION
MUST MINIMIZE DAMAGE TO
EXISTING ROOTSSOIL AND ROOT DISTURBANCE NOT PERMITTED

TREE PROTECTION SIGNAGE AS
PER CITY STANDARD

.

RELATED BY-LAWS:
- TREE PROTECTION BY-LAW (No. 2020-340)

DBH

MEASURED FROM OUTSIDE EDGE
AT BASE OF TRUNK

TREE PROTECTION FENCE
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DISCLAIMER:
The elements on this plan illustrate the design intent and
general constructability of the proposed landscape which
will support the associated development. This is to
demonstrate how the canopy cover, urban design, health,
and climate change objectives of the Official Plan will be
met through tree planting and site design. This drawing is
for City review only and is not intended for construction.
Final detailed design and construction documentation is to
be provided with certified 'Issued for Construction'
drawings and specifications prior to construction.


