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PLACE 1/3 OF ROOT BALL ABOVE GRADE. CUT AND REMOVE
BURLAP AND WIRE BASKET FROM TOP 1/3 OF ROOTBALL
WITHOUT DISTURBING ROOTS.

150x150mm (MIN) SAUCER. FILL WITH 100mm
MULCH

2400mm LONG x 75mmØ TIMBER TREE STAKE PLACED
OUTSIDE ROOTBALL.

TAPER TO BLEND NATURALLY WITH FINISH GRADE

TOPSOIL MIXTURE (SEE SPECIFICATIONS)

COMPACTED ROOTBALL SUPPORT PAD

ROOTBALL

FINISH GRADE

'NATURETIE' BIODEGRADABLE TREE TIE.

SPACERS

PREVAILING WIND

RODENT PROTECTION

15
045
0

TOPSOIL MIXTURE AS PER
SPECIFICATIONS.

PLANTING BED AROUND
SHRUBS. COVER ENTIRE BED
WITH 75mm DEPTH
WOODCHIP MULCH. PULL
BACK MULCH FROM BASE OF
SHRUBS. ENSURE THAT
MULCH COVERS ALL
EXPOSED SOIL.

TAPER TO BLEND NATURALLY
WITH FINISHED GRADE.

REMOVE DAMAGED OR
OBJECTIONABLE BRANCHES.
FOLLOW PROPER
HORTICULTURAL PRACTICE.

REMOVE POTS COMPLETELY
FROM POTTED STOCK OR CUT
AND REMOVE BURLAP AND
WIRE FROM TOP 1/3 OF
ROOTBALL.

1500

3
1

ROOTBALL

PLACE 1/3 OF ROOT BALL ABOVE GRADE. CUT
AND REMOVE BURLAP AND WIRE BASKET FROM
TOP 1/3 OF ROOTBALL WITHOUT DISTURBING
ROOTS.

150x150mm (MIN) SAUCER. FILL WITH 100mm
MULCH

2400mm LONG x 75mmØ TIMBER TREE STAKE
PLACED OUTSIDE ROOTBALL.

TAPER TO BLEND NATURALLY WITH FINISH GRADE

TOPSOIL MIXTURE (SEE SPECIFICATIONS)

COMPACTED ROOTBALL SUPPORT PAD

FINISH GRADE

'NATURETIE' BIODEGRADABLE TREE TIE.

SPACERS
PREVAILING WIND

RODENT PROTECTION

PROPOSED CONCRETE

PROPOSED SOD

PROPOSED DECIDUOUS TREE

PROPOSED CONIFEROUS TREE

PROPERTY LINE

PROPOSED PAVERS

PROPOSED SHRUBS / ORNAMENTAL
GRASSES

EXISTING TREE TO BE REMOVED

GROUP OF EXISTING TREES TO BE
REMOVED

REQUIRED SOIL VOLUME AT A 1.5m DEPTH

REQUIRED SOIL VOLUME AT A 1.5m DEPTH

PROPOSED ENGINEERED WOOD FIBRE
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POLYMERIC SAND TO 80mm DEPTH

PRECAST CONCRETE PAVER (SEE SPECIFICATIONS)

CLEAN MASONRY SAND BED

150 mm GRANULAR "A"
COMPACTED IN LIFTS TO 100% SPD

300 mm GRANULAR "B"
COMPACTED IN LIFTS TO 100% SPD

'PAVE EDGE' PAVER EDGE RESTRAINT
SYSTEM BY PAVE TECH. INSTALL TO
MANUFACTURERS SPECIFICATIONS.

LANDSCAPE AREA

APPROVED UNDISTURBED
SUBGRADE OR TYPE 2 GRANULAR
BASE COMPACTED TO 100% SPD IN
150mm LIFT
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EXISTING TREE LIST
KEY QTY. BOTANICAL NAME COMMON NAME      SIZE   CONDITION   REMARKS       OWNERSHIP                    COMMENTS

1 1 Picea glauca                           White Spruce                720mm DBH  Fair                    To be removed
2 1 Picea glauca                          White Spruce                450mm DBH  Fair                    To be removed
3 1 Acer saccharum                    Sugar Maple                 370mm DBH  GOOD               To be removed
4 1 Abies balsamea                       Balsam Fir                     560mm DBH  FAIR                  To be removed
5 1 Picea glauca                          White Spruce                390mm DBH  GOOD               To be removed
6 1 Picea glauca                               White Spruce                340mm DBH  GOOD               To be removed
7 1 Thuja occidentalis                           Eastern White Cedar    400mm DBH  GOOD               To be removed
8 1 Picea glauca                               White Spruce                540mm DBH  GOOD               To be removed
9 1 Picea glauca                               White Spruce                200mm DBH  GOOD               To be removed
10 1 Picea glauca                               White Spruce                250mm DBH   GOOD               To be removed
11 1 Ulmus americana                       American Elm               320mm DBH  GOOD               To be removed
12 1 Picea glauca                         White Spruce                480mm DBH           GOOD               To be removed
13 1 Picea glauca                         White Spruce                410mm DBH  GOOD               To be removed
14 1 Picea glauca                         White Spruce                490mm DBH   GOOD               To be removed
15 1 Pinus sylvestris                       Scots Pine                    140mm DBH  FAIR                  To be removed
16 1 Populus deltoides                     Eastern Cottonwood     790mm DBH  FAIR                  To be removed
17 1 Acer saccharum                         Sugar Maple                 560mm DBH  FAIR                  To be removed
18 1 Picea glauca                         White Spruce                270mm DBH  POOR               To be removed
19 1 Thuja occidentalis                     Eastern White Cedar    6x200-250mm DBH  GOOD               To be removed
20 1 Malus domestica                     Apple                            170mm DBH  GOOD               To be removed
21 1 Malus domestica                    Apple                             210mm DBH  GOOD               To be removed
22 1 Acer saccharum                     Sugar Maple                 120mm DBH  GOOD               To be removed
23 8 Populus deltoides                    Eastern Cottonwood     100-150mm DBH  GOOD               To be removed
24 1 Picea glauca                          White Spruce                390mm DBH  GOOD               To be removed
25 1 Rhamnus cathartica                       Common Buckthorn      2x120mm DBH  GOOD               To be removed
26 1 Populus deltoides                    Eastern Cottonwood     800mm DBH  GOOD               To be removed
27 1 Thuja occidentalis 'Fastigiata'       Pyramidal Cedar          150mm DBH  FAIR                  To be removed
28 1 Thuja occidentalis 'Fastigiata'       Pyramidal Cedar          150mm DBH  FAIR                  To be removed
29 1 Thuja occidentalis                       Eastern White Cedar    3x250mm DBH  GOOD               To be removed
30 1 Thuja occidentalis                     Eastern White Cedar    6x200-300mm DBH  GOOD               To be removed
31 1 Syringa reticulata                     Japanese Tree Lilac     120mm DBH  FAIR                  To be removed
32 1 Populus deltoides                   Eastern Cottonwood     130mm DBH  GOOD               To be removed
33 1 Populus deltoides                   Eastern Cottonwood     120mm DBH  GOOD               To be removed
34 1 Acer negundo                         Manitoba Maple            2x150mm DBH  GOOD               To be removed
35 1 Acer negundo                         Manitoba Maple            210mm DBH  GOOD               To be removed
36 1 Acer negundo                         Manitoba Maple            3x150mm DBH  GOOD               To be removed
37 6 Acer negundo                        Manitoba Maple            150-200mm DBH  GOOD               To be removed
38 1 Populus deltoides                        Eastern Cottonwood     410mm DBH  GOOD               To be removed
39 1 Acer negundo                         Manitoba Maple           150mm DBH  GOOD               To be removed
40 * Thuja occidentalis                    White Cedar Hedge     100-150mm DBH  GOOD               To be removed

            

2405 Mer Bleue Road          Approx. 60% of needles on tree- in fair condition
Approx. 50% of needles on tree. In fair condition
100% canopy- growing under OHW

Unmaintained deciduous hedgerow    

Approx. 70% of needles on tree- in fair condition
Tree is in good condition 
Tree is in good condition 
Tree is in good condition 
Tree is in good condition 
Tree is in good condition 
Tree is in good condition 
Tree is in good condition 
Tree is in good condition 

Approx 70% canopy- tree is in fair condition
Tree is in fair condition- split leader
Tree is in good condition 
Approx. 20% canopy- tree is in poor condition
Tree is in good condition 

Unmaintained deciduous hedgerow- invasive species

LEGEND

1
L.1

TREE CONSERVATION REPORT & LANDSCAPE PLAN
SCALE  1:500

1. It is the responsibility of the appropriate contractor or official to report any errors, omissions or discrepancies on this plan with actual
site conditions to the Landscape Architect before proceeding with construction.

2. The contractor is to notify all utility companies and authorities prior to any excavation and ascertain locations of underground services.

3. The contractor is to reinstate all areas and items damaged as a result of construction activity.

4. The contractor is to comply with all pertinent codes and by-laws.

5. The contractor is to maintain a positive surface run-off throughout the entire construction period.

6. The Landscape Architect is not responsible for subsurface conditions.

7. The contractor is to identify all existing trees to remain on site with the Landscape Architect prior to construction.

8. The contractor is to stake the proposed location of all plant material in conjunction with the Landscape Architect prior to excavation.

9. All trees within 1m of underground utility trenches are to be excavated by hand.

10. Remove all protective wrapping from tree trunks after installation.

11. Staking of trees shall only be performed if necessary.

12. Ensure that mulch is pulled back a min. distance of 75mm from base of tree trunk.

GENERAL NOTES:

3
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DECIDUOUS TREE PLANTING
SCALE: NTS

2
L.1

SHRUB / ORNAMENTAL GRASS PLANTING
SCALE: NTS

4
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CONIFEROUS TREE PLANTING
N.T.S.

KEY
QTY.PROPOSED PLANT LIST

KEY QTY. BOTANICAL NAME COMMON NAME SIZE CONDITION REMARKS

TREES

BW 3 Tilia americana                          Basswood                     50mm cal. B&B
FM 11 Acer x freemanii                          Freeman's Maple            50mm cal. B&B
GB 3 Ginkgo biloba                            Maidenhair Tree            50mm cal. B&B
HB 5 Celtis occidentalis                        Hackberry                  50mm cal. B&B
JL 7 Syringa reticulata Japanese Tree Lilac        50mm cal. B&B
JU 1 Juniperus virginiana Eastern Redcedar       2000mm ht. B&B
SB 7 Amelanchier canadensis         Serviceberry                  50mm cal. B&B
SH 5 Gleditsia triacanthos 'Shademaster' Shademaster Honey Locust 50mm cal. B&B
SM 8 Acer saccharum                      Sugar Maple                 50mm cal. B&B

SHRUBS

AC 26 Ribes alpinum                         Alpine Currant              800 mm ht. Potted 1200 mm o.c.
JH 9 Juniperus sabina 'Calgary Carpet' Calgary Carpet Juniper        600mm spr. Potted          1000mm o.c.
RR 26 Rosa rugosa                              Rugosa Rose              800 mm ht. Potted 1200 mm o.c.
SF 30 Sorbaria sorbifolia 'Sem'         Sem False Spirea        600mm ht. Potted             1000 mm o.c.
WC 265 Thuja occidentalis 'Clumps'           Native White Cedar Clumps     2000mm ht. Potted                 600 mm o.c.

ORNAMENTAL GRASSES

BL 196 Leymus arenarius 'Blue Dune'           Blue Lyme Grass          250mm pot Potted 800 mm o.c.
KF 216 Calamagrostis 'Karl Foerster'             Karl Foerster Grass      250mm pot Potted 800 mm o.c.
OD 113 Calamagrostis 'Overdam'             Overdam Grass          250mm pot Potted 800 mm o.c.
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2405 Mer Bleue Road          
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2405 Mer Bleue Road          
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2405 Mer Bleue Road          
2405 Mer Bleue Road          
2405 Mer Bleue Road          
2405 Mer Bleue Road          
2405 Mer Bleue Road          
2405 Mer Bleue Road          
2405 Mer Bleue Road          
2405 Mer Bleue Road          
2405 Mer Bleue Road          Tree is in good condition 

Tree is in good condition 
Tree is in good condition 
Hedgerow is in good condition

2405 Mer Bleue Road          
2405 Mer Bleue Road          
2405 Mer Bleue Road          

Tree is in good condition 2405 Mer Bleue Road          
Tree is in good condition- invasive species 2405 Mer Bleue Road          
Tree is in good condition- can be hazardous at this size2419 Mer Bleue Road          

*

ARCHITECTS:

CONSULTANTS

JAMES B. LENNOX & ASSOCIATES INC.
LANDSCAPE            ARCHITECTS
3332 CARLING AVE.            OTTAWA, ONTARIO                   K2H 5A8
Tel. (613) 722-5168                                                     Fax. 1(866) 343-3942
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SURVEYORS:

REVISED AS PER ARCHITECTS COMMENTS JL01/24/2025 CAT

ISSUED FOR DISCUSSION AND REVIEW JL01/29/2025 ML

ISSUED FOR 66% REVIEW JL01/31/2025 ML

5 ISSUED FOR DISCUSSION AND REVIEW JL03/03/2025 LC

40 YEAR CANOPY CALCULATION:

33,143m2 site area

(30) large trees proposed (154m2 ea.)

(5) medium trees proposed (79m2 ea.)

(15) small trees proposed (7m2 ea.)

=5,120m2 canopy cover =15.4% canopy cover

*Large trees calculated at 14m spread, medium at 10m
spread, and small at a 3m spread.

KEY PLAN: NTS

NOTE REGARDING THE GEOTECHNICAL
REPORT:

The Landscape Plan has been prepared in conjunction with
the "Geotechnical Report" prepared by Cambium Inc.
November 18th, 2024

*
*

*

Large deciduous
Large deciduous

Small tree
Small tree

Large deciduous

LEGAL DESCRIPTION:

PART OF LOT 4
CONCESSION 11
GEOGRAPHIC TOWNSHIP OF CUMBERLAND
CITY OF OTTAWA

6 REVISED PER CITY COMMENTS JL03/14/2025 ML

Tree is in fair condition- showing signs of salt damage2419 Mer Bleue Road          
Tree is in fair condition- showing signs of salt damage2419 Mer Bleue Road          
Tree is in good condition2419 Mer Bleue Road          
Tree is in good condition2419 Mer Bleue Road          
Tree is in fair condition- bark is scaling2419 Mer Bleue Road          

Tree is in good condition2419 Mer Bleue Road          
Tree is in good condition2419 Mer Bleue Road          

Tree is in good condition2419 Mer Bleue Road          
Tree is in good condition2419 Mer Bleue Road          
Tree is in good condition2419 Mer Bleue Road          
Tree is in good condition2419 Mer Bleue Road          
Tree is in good condition2419 Mer Bleue Road          
Tree is in good condition2419 Mer Bleue Road          
Hedge is in good condition2419 Mer Bleue Road          
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Large deciduous*
*

8 FIVE (5) LARGE TREES ADDED JL03/21/2025 ML
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1. DO NOT SCALE FROM THIS DRAWING
2. CONTRACTOR TO VERIFY ALL DIMENSIONS AND NOTIFY THE
    ARCHITECT OF ANY DISCREPANCIES BEFORE WORK COMMENCES
3. THIS DRAWING TO BE READ IN CONJUNCTION WITH THE

FOLLOWING DRAWINGS: STRUCTURAL, MECHANICAL, ELECTRICAL
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3024

NOUVELLE ÉCOLE
SECONDAIRE
PUBLIQUE À ORLÉANS

ML

JL

MARCH 28, 2025

Male tree, large dec.

Single leader sm. tree

Native to S. Ont med. dec.

ALL PLANT MATERIAL IS PROPOSED ON PRIVATE PROPERTY
*INDICATES NATIVE SPECIES
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PRECAST CONCRETE PAVER 
SCALE: NTS
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7-RING BIKE RACK
SCALE: NTS
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INGROUND BASKETBALL HOOP BASE
SCALE: NTS
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