
NOTES:

SIDE SLOPE OF SWALE - MIN 1.5%, MAX 3:1

LONGITUDINAL SLOPE OF SWALE WITHOUT PERFORATED PIPE 1.5% MIN

LONGITUDINAL SLOPE OF SWALE WITH PERFORATED PIPE LESS THAN 1.5%. WITH 1% MIN.

UNDER DRIVEWAYS NON-PERFORATED PIPE TO BE USED WITH 75mm BEDDING AND BACKFILLED WITH APPROVED NATIVE MATERIAL

CB 'T' TO BE SPACED ABOUT EVERY SECOND DWELLING (FOR SINGLE DETACHED HOMES) AND LOCATED 1m OFF REAR YARD AND SIDE YARD

PROPERTY LINES

CB 'T' TO BE SPACED ABOUT EVERY THIRD DWELLING (FOR TOWNHOUSES) AND LOCATED 1.0m OFF REAR YARD AND SIDE PROPERTY LINES

CB ELBOW TO BE AT UPPER ENDS OF PERFORATED PIPE AND LOCATED 1m OFF REAR YARD AND SIDE YARD PROPERTY LINES

GEOTEXTILE SHALL BE APPROVED NON-WOVEN CLASS 1 OR AS SPECIFIED
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