
ROADSIDE DITCHES @ 0.5% MINIMUM

450mm CLEAR STONE TRENCH WRAPPED IN

NON-WOVEN GEOTEXTILE (LENGTH TO BE

CONFIRMED AT DETAILED DESIGN)

150mmØ PERFORATED PIPE C/W SOCK

LANDSCAPE

CATCH BASIN ELBOW

(POLYETHYLENE SMOOTH INNER

WALL PIPE)

CAST IRON FRAME

AND COVER (300mmØ)

M
:\

2
0

0
0

\1
0

0
1

4
9

\C
A

D
\d

e
s
ig

n
\N

E
W

 D
E

S
IG

N
 C

P
4

\1
0

0
1

4
9

-P
G

R
.d

w
g

, 
L

ID
, 

J
a

n
 1

4
, 

2
0

2
0

 -
 4

:3
4

p
m

, 
a

ro
n

g
v
e

Engineers, Planners & Landscape Architects
Suite 200, 240 Michael Cowpland Drive

Ottawa,  Ontario,  Canada  K2M  1P6

Telephone                            (613) 254-9643
Facsimile                              (613) 254-5867
Website                 www.novatech-eng.com

SHT8X11.DWG - 216mmx279mm

2727 CARP ROAD

TYPICAL INFILTRATION

CATCHBASIN

100149JAN 2020 100149-LID

CL DITCH

PROPERTY LINE

EDGE OF PAVEMENT

4.8m

1.7m

UTILITY EASEMENT

PLAN VIEW

PROFILE VIEW

3.0m

ROAD CROSSING CULVERT

(600mmØ, TYPICAL)

NTS

LANDSCAPE CATCHBASIN
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